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	Reason for change:
	In the current TTCN implementation, at Step 56, SS adjusts SystemInformationBlockType14-NB of Ncell 1 with a special access class bitmap different from the special access class bitmap set in USIM.

The UE is immediately paged at Step 57. It is recommended to wait for atleast the SIB Scheduling pattern of 256 SFNs to ensure that previous cycle of old SIBs is completed so that the Paging is sent out on the correct NPDSCH subframe.

	
	

	Summary of change:
	Introduced a delay of 2.56s at Step 56A
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1 Corrections required

1.1 f_TC_22_4_5_NBIOT ()
	Template name
	f_TC_22_4_5_NBIOT()

	Reason for change
	In the current TTCN implementation, at Step 56, SS adjusts SystemInformationBlockType14-NB of Ncell 1 with a special access class bitmap different from the special access class bitmap set in USIM.
The UE is immediately paged at Step 57. It is recommended to wait for atleast the SIB Scheduling pattern of 256 SFNs to ensure that previous cycle of old SIBs is completed so that the Paging is sent out on the correct NPDSCH subframe.

	Summary of change
	Introduced a delay of 2.56s at Step 56A

	TTCN module
	NBIOT_RRC_Paging.ttcn

	MCC160 Comment
	Implemented according to the RAN5#87-e-agreed CR R5-203066.


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 56" siclog@
    //@sic R5-172163 sic@
    //SS adjusts SystemInformationBlockType14-NB of Ncell 1 with a special access class bitmap different from the special access class bitmap set in USIM.
    v_SIB14_Cell1.ab_Param_r13.ab_Common_r13 := cs_AB_Config_NB(a, '1000000000'B, omit, '10000'B);
    f_NBIOT_CellInfo_SetSIB14(nbiot_Cell1, v_SIB14_Cell1);
    f_NBIOT_SS_ConfigureSysinfo(nbiot_Cell1, false);

//@siclog "Step 56A" siclog@
    //@sic R5-196209, R5s190525 sic@
    //Void

    //@siclog "Step 57" siclog@
    //@sic R5-172163 sic@
    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

//@siclog "Step 56" siclog@
    //@sic R5-172163 sic@
    //SS adjusts SystemInformationBlockType14-NB of Ncell 1 with a special access class bitmap different from the special access class bitmap set in USIM.
    v_SIB14_Cell1.ab_Param_r13.ab_Common_r13 := cs_AB_Config_NB(a, '1000000000'B, omit, '10000'B);
    f_NBIOT_CellInfo_SetSIB14(nbiot_Cell1, v_SIB14_Cell1);
    f_NBIOT_SS_ConfigureSysinfo(nbiot_Cell1, false);

//@siclog "Step 56A" siclog@
    //@sic R5-196209, R5s190525 sic@
    f_Delay(2.56); //WA#22_4_5
    //@siclog "Step 57" siclog@
    //@sic R5-172163 sic@
    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);


	<<SKIPPED CODE>>

	


