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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
2 Corrections required

2.1 Change 1

	Template name
	cs_NR_RachProcedureConfig_71116

	Reason for change
	CRC error can not be set to true for MSG4, thus UE will not send RRC complete in step14.

	Summary of change
	Change CRC error to default value

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	Accepted


Before Change:

	       template (value) NR_RachProcedureConfig_Type cs_NR_RachProcedureConfig_71116(NR_PhysicalParameters_Type p_PhysicalParameters,

                                                                               template (value) NR_RachProcedureMsg4RrcMsg_Type p_RachProcedureMsg4) :=

  { /* @status    APPROVED (NR5GC) */

    RachProcedureList := { //@sic R5s200078 sic@

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_None), //steps 2-5

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_Msg4Based(cs_NR_RachProcedureMsg4(p_PhysicalParameters, cs_NR_ContentionResolutionId_None, p_RachProcedureMsg4))), //steps 6-9

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_Msg4Based(cs_NR_RachProcedureMsg4(p_PhysicalParameters, cs_NR_ContentionResolutionId_Unchanged, p_RachProcedureMsg4, true)))//step 10-13

    }

  };




After Change:

	      template (value) NR_RachProcedureConfig_Type cs_NR_RachProcedureConfig_71116(NR_PhysicalParameters_Type p_PhysicalParameters,

                                                                               template (value) NR_RachProcedureMsg4RrcMsg_Type p_RachProcedureMsg4) :=

  { /* @status    APPROVED (NR5GC) */

    RachProcedureList := { //@sic R5s200078 sic@

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_None), //steps 2-5

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_Msg4Based(cs_NR_RachProcedureMsg4(p_PhysicalParameters, cs_NR_ContentionResolutionId_None, p_RachProcedureMsg4))), //steps 6-9

      cs_NR_RachProcedure(p_PhysicalParameters, cs_NR_ContentionResolutionCtrl_Msg4Based(cs_NR_RachProcedureMsg4(p_PhysicalParameters, cs_NR_ContentionResolutionId_Unchanged, p_RachProcedureMsg4)))//step 10-13

    }

  };


