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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
2 Corrections required

2.1 Change 1

	Function name
	f_TC_7_1_1_3_2_NR5GC

	Reason for change
	According to 38.508-1 table4.6.3-99, the statusReportRequired is not present for UM mode. But for this case it’s true.

	Summary of change
	Change the value of statusReportRequired to omit

	TTCN module
	MAC_NR5GC.ttcn

	MCC160 Comment
	Accepted as improvement. Similar change performed in f_TC_7_1_1_3_2_ENDC_NR


Before Change:

	       function f_TC_7_1_1_3_2_NR5GC() runs on NR5GC_PTC

  { // Logical channel prioritization handling

    var DRB_Identity v_DRBId1;

    var DRB_Identity v_DRBId2;

    var DRB_Identity v_DRBId3;

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var template (omit)  NR_RadioBearerList_Type v_SS_Drb_ConfigList;

    var IntegerList_Type v_ListOfDRBs;

    //@sic R5-196745 sic@

    var template (value) DRB_ToAddModList v_DRBToAddModList;

    var template (value) SDAP_Config v_SDAP_Config_DRB; //@sic R5s191054 sic@

    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig; //@sic R5-197028 sic@

    ......
    //@sic R5s190347 r5-1905696 r5s191054 sic@

    v_SDAP_Config_DRB := f_NR_GetSDAP_InDRBList(f_NR_GetDefaultDRB_ForFirstPDUSession());

     v_SDAP_Config_DRB.defaultDRB := false;

    v_SDAP_Config_DRB.mappedQoS_FlowsToAdd := omit;

    v_DRBToAddModList := {cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId1,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit)),

                          cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId2,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit)),

                          cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId3,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit))};

    //Set null cipher Algorithm

    f_NR_AS_CipheringAlgorithm_Set(nea0);

......
}


After Change:

	      function f_TC_7_1_1_3_2_NR5GC() runs on NR5GC_PTC

  { // Logical channel prioritization handling

    var DRB_Identity v_DRBId1;

    var DRB_Identity v_DRBId2;

    var DRB_Identity v_DRBId3;

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var template (omit)  NR_RadioBearerList_Type v_SS_Drb_ConfigList;

    var IntegerList_Type v_ListOfDRBs;

    //@sic R5-196745 sic@

    var template (value) DRB_ToAddModList v_DRBToAddModList;

    var template (value) SDAP_Config v_SDAP_Config_DRB; //@sic R5s191054 sic@

    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig; //@sic R5-197028 sic@

    ......
    //@sic R5s190347 r5-1905696 r5s191054 sic@

    v_SDAP_Config_DRB := f_NR_GetSDAP_InDRBList(f_NR_GetDefaultDRB_ForFirstPDUSession());

     v_SDAP_Config_DRB.defaultDRB := false;

    v_SDAP_Config_DRB.mappedQoS_FlowsToAdd := omit;

    v_DRBToAddModList := {cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId1,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit,omit)),

                          cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId2,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit,omit)),

                          cs_38508_NRDRB_ToAddMod(v_SDAP_Config_DRB,

                                                  v_DRBId3,

                                                  cs_38508_PDCP_Config(ms1500,-,-,omit,omit))};

    //Set null cipher Algorithm

    f_NR_AS_CipheringAlgorithm_Set(nea0);
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