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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
2 Corrections required

2.1 Change 1

	Definition name
	EUTRA_PdnInfo_Type

	Reason for change
	Since PDN_3 is added, so the length of AssignedPdnType should be 3

	Summary of change
	Change the number of AssignedPdnType to 3

	TTCN module
	EUTRA_Component.ttcn

	MCC160 Comment
	Accepted


Before Change:

	        type record EUTRA_PdnInfo_Type {              /* @status    APPROVED (ENDC, IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NBIOT, NR5GC_IRAT, POS, UTRAN) */

    PDN_TypeToBeUsed_Type PdnTypeToBeUsed,

    B3_Type AssignedPdnType[2],                 /* tsc_PdnType_IPv4v6, tsc_PdnType_IPv4v6, tsc_PdnType_IPv4v6 as assigned to the UE;

                                                   @sic R5-112600 sic@

                                                   @sic R5s170307: Array of two to deal with second PDN sic@ */

    EPS_NetworkFeatureSupport NetworkFeatureSupport optional,     /* @sic R5-177127 sic@ NetworkFeatureSupport as indicated to the UE in ATTACH ACCEPT */

    EPS_BearerContextList_Type EpsBearerContextList optional /* @sic R5-185166 sic@ @sic R5-199103: EpsBearerContextList instead of PdnIds sic@ */

  };


After Change:

	       type record EUTRA_PdnInfo_Type {              /* @status    APPROVED (ENDC, IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NBIOT, NR5GC_IRAT, POS, UTRAN) */

    PDN_TypeToBeUsed_Type PdnTypeToBeUsed,

    B3_Type AssignedPdnType[3],                 /* tsc_PdnType_IPv4v6, tsc_PdnType_IPv4v6, tsc_PdnType_IPv4v6 as assigned to the UE;

                                                   @sic R5-112600 sic@

                                                   @sic R5s170307: Array of two to deal with second PDN sic@ */

    EPS_NetworkFeatureSupport NetworkFeatureSupport optional,     /* @sic R5-177127 sic@ NetworkFeatureSupport as indicated to the UE in ATTACH ACCEPT */

    EPS_BearerContextList_Type EpsBearerContextList optional /* @sic R5-185166 sic@ @sic R5-199103: EpsBearerContextList instead of PdnIds sic@ */

  };


