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	Reason for change:
	1.  According 38523-1, Table 6.4.3.1.3.3-4: TRACKING AREA UPDATE
REQUEST (Step 3, Table 6.4.3.1.3.2-3), “EPS update type Value” should be  Combined TA/LA updating with IMSI attach or TA updating
2.   According 38523-1, Table 6.4.3.1.3.3-5: TRACKING AREA UPDATE REQUEST (Step 10, Table 6.4.3.1.3.2-3), “EPS update type Value” should be Combined TA/LA updating or TA updating

2. In the step 6, function   f_NR5GC_IRAT_S1ToN1_IdleMode() will release the rrc connection. However, in step 7, also a rrc release is done with suspendconfig again. This needs to be corrected.



	
	

	Summary of change:
	1. In the step 3, correct the “EPS update type Value” with “Combined TA/LA updating with IMSI attach” or “TA updating”

   In the step 10, correct the “EPS update type Value” with “Combined 
      TA/LA updating” or “TA updating”

2. In the step 6, called function f_NR5GC_IRAT_S1ToN1_IdleMode() without RRC release.
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1 Corrections required
1.1 Correction to function fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody
	2 Function name
	fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody

	Reason for change
	According 38523-1, Table 6.4.3.1.3.3-4: TRACKING AREA UPDATE REQUEST (Step 3, Table 6.4.3.1.3.2-3), “EPS update type Value” should be  Combined TA/LA updating with IMSI attach or TA updating
1. According 38523-1, Table 6.4.3.1.3.3-5: TRACKING AREA UPDATE REQUEST

2. (Step 10, Table 6.4.3.1.3.2-3), “EPS update type Value” should be Combined

3. TA/LA updating or TA updating



	Summary of change
	In the step 3, correct the “EPS update type Value” with “Combined TA/LA updating with IMSI attach” or “TA updating”

In the step 10, correct the “EPS update type Value” with “Combined TA/LA updating” or “TA updating”



	TTCN module
	NR5GC_IRAT\6_4_3\Inactive_CellReSelection_NR5GC_EUTRA.ttcn

	MCC160 Comment
	Accepted


Before Change:

	function fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { ……
    //@siclog "Step 3" siclog@
    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 1?
    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def, v_MappedGUTI); 
    ……
    //@siclog "Step 10" siclog@
    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 3?
    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell3, tsc_RRC_TI_Def, v_MappedGUTI, eutra_Cell1); 
  } // fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody
} // end of Inactive_CellReSelection_NR5GC_EUTRA



After Change:

	function fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { ……
    //@siclog "Step 3" siclog@
    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 1?
    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def, v_MappedGUTI,-,-,-,-,-,(tsc_EpsUpdate_TaUpdate,tsc_EpsUpdate_Combined_IMSIAttach)); 
    ……
    //@siclog "Step 10" siclog@
    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 3?
    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell3, tsc_RRC_TI_Def, v_MappedGUTI, eutra_Cell1,-,-,-,-,(tsc_EpsUpdate_TaUpdate,tsc_EpsUpdate_Combined_TaLaUpdate)); 
  } // fl_TC_6_4_3_1_NR5GC_EUTRA_TestBody
} // end of Inactive_CellReSelection_NR5GC_EUTRA


1.2 Correction to function fl_TC_6_4_3_1_TestBody
	2 Function name
	fl_TC_6_4_3_1_TestBody

	Reason for change
	In the step 6, function   f_NR5GC_IRAT_S1ToN1_IdleMode() will release the rrc connection. However, in step 7, also rrc release is done with suspendconfig again. This needs to be corrected.


	Summary of change
	In the step 6, function f_NR5GC_IRAT_S1ToN1_IdleMode() without RRC release.

	TTCN module
	NR5GC_IRAT\6_4_3\Inactive_CellReSelection_NR5GC_NR.ttcn

	MCC160 Comment
	Accepted


Before Change:

	function fl_TC_6_4_3_1_TestBody() runs on NR5GC_PTC
  {
……
    //@siclog "Step 6" siclog@
    // Steps of the generic test procedure in TS 38.508-1 Table 4.9.9.2.2-1 are performed on NR Cell 1.
    f_NR5GC_IRAT_S1ToN1_IdleMode(nr_Cell1,-,false); //@sic R5s200566 sic@
……
  } // fl_TC_6_4_3_1_TestBody



After Change:

	function fl_TC_6_4_3_1_TestBody() runs on NR5GC_PTC
  {
……
    //@siclog "Step 6" siclog@
    // Steps of the generic test procedure in TS 38.508-1 Table 4.9.9.2.2-1 are performed on NR Cell 1.
    f_NR5GC_IRAT_S1ToN1_IdleMode(nr_Cell1,noRrcConnectionRelease,false); //@sic R5s200566 sic@
……
  } // fl_TC_6_4_3_1_TestBody



