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	Reason for change:
	cas_NR_VNG_Configure_REQ Common has default value p_CnfFlag = omit. From f_CnfFlag_Set, if p_CnfFlag is not present, CnfFlag returns true. 

As per TS38.523-3, cnfFlag shall be always set to true,

NR_VNG_CTRL_REQ

TTCN-3 Record Type

Name
NR_VNG_CTRL_REQ
Comment
Common

NR_ReqAspCommonPart_Type
CellId : as for the associated NR cell

RoutingInfo : None

TimingInfo : Now

ControlInfo : CnfFlag:=true; FollowOnFlag:=false

RlcBearerRouting : None

Request

NR_VngConfigRequest_Type


	
	

	Summary of change:
	Add VNG.receive for NR_VNG_CTRL_CNF f_NR_ConfigureVNG, f_NR_ActivateVNG, f_NR_DeactivateVNG.

Create template for NR_VNG_CTRL_CNF.
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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	f_NR_ConfigureVNG

	Reason for change
	cas_NR_VNG_Configure_REQ Common has default value p_CnfFlag = omit. From f_CnfFlag_Set, if p_CnfFlag is not present, CnfFlag returns true. 
As per TS38.523-3, cnfFlag shall be always set to true,

NR_VNG_CTRL_REQ

TTCN-3 Record Type

Name
NR_VNG_CTRL_REQ
Comment
Common

NR_ReqAspCommonPart_Type
CellId : as for the associated NR cell

RoutingInfo : None

TimingInfo : Now

ControlInfo : CnfFlag:=true; FollowOnFlag:=false

RlcBearerRouting : None

Request

NR_VngConfigRequest_Type


	Summary of change
	Add VNG.receive for NR_VNG_CTRL_CNF f_NR_ConfigureVNG

	TTCN module
	NR_NoiseGenerator.ttcn

	MCC160 Comment
	Accepted, will be implemented as per change 4


Before change:

  function f_NR_ConfigureVNG(NR_CellNoiseLevel_Type p_CellNoise ) runs on NR_BASE_PTC

  {

      VNG.send (cas_NR_VNG_Configure_REQ ( p_CellNoise.CellId, p_CellNoise.Noc)) ;

  }
After change:

  function f_NR_ConfigureVNG(NR_CellNoiseLevel_Type p_CellNoise ) runs on NR_BASE_PTC

  {

      VNG.send (cas_NR_VNG_Configure_REQ ( p_CellNoise.CellId, p_CellNoise.Noc)) ;

      VNG.receive(cr_NR_VNG_Configure_CNF (p_CellNoise.CellId));
  }
2.2 Change 2

	Function name
	f_NR_ConfigureVNG

	Reason for change
	cas_NR_VNG_Configure_REQ Common has default value p_CnfFlag = omit. From f_CnfFlag_Set, if p_CnfFlag is not present, CnfFlag returns true. 

	Summary of change
	Add VNG.receive for NR_VNG_CTRL_CNF of f_NR_ActivateVNG

	TTCN module
	NR_NoiseGenerator.ttcn

	MCC160 Comment
	Accepted, will be implemented as per change 4


Before change:

  function f_NR_ActivateVNG ( NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    VNG.send (cas_NR_VNG_Activate_REQ ( p_CellId)) ;

  }
After change:

  function f_NR_ActivateVNG ( NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    VNG.send (cas_NR_VNG_Activate_REQ ( p_CellId)) ;

    VNG.receive(cr_NR_VNG_Configure_CNF(p_CellId));
  }
2.3 Change 3

	Function name
	f_NR_DeactivateVNG

	Reason for change
	cas_NR_VNG_Configure_REQ Common has default value p_CnfFlag = omit. From f_CnfFlag_Set, if p_CnfFlag is not present, CnfFlag returns true. 

	Summary of change
	Add VNG.receive for NR_VNG_CTRL_CNF of f_NR_DeactivateVNG

	TTCN module
	NR_NoiseGenerator.ttcn

	MCC160 Comment
	Accepted, will be implemented as per change 4


Before change:

  function f_NR_DeactivateVNG ( NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    VNG.send(cas_NR_VNG_Deactivate_REQ(p_CellId));

  }
After change:

  function f_NR_DeactivateVNG ( NR_CellId_Type p_CellId) runs on NR_BASE_PTC

  {

    VNG.send(cas_NR_VNG_Deactivate_REQ(p_CellId));

    VNG.receive(cr_NR_VNG_Configure_CNF(p_CellId));
  }
2.4 Change 4

	New template name
	cr_NR_VNG_Configure_CNF

	Reason for change
	cas_NR_VNG_Configure_REQ Common has default value p_CnfFlag = omit. From f_CnfFlag_Set, if p_CnfFlag is not present, CnfFlag returns true.

	Summary of change
	Create template for NR_VNG_CTRL_CNF.

	TTCN module
	NR_NoiseGenerator.ttcn

	MCC160 Comment
	Accepted but will be implemented under a different name cr_NR_VNG_Action_CNF


After change:

  template (value) NR_VNG_CTRL_CNF cr_NR_VNG_Configure_CNF(NR_CellId_Type p_CellId):=

  { /* @status    APPROVED (ENDC, NR5GC) */

    Common := cr_NR_CnfAspCommonPart(p_CellId),

    Confirm := true

  };
