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	Reason for change:
	As stated in test case procedure, at the end of the test case, the UE should be in State connected (E2 T3440) according to TS 35.508.

Current ttcn-3 implementation is not aligned with prose, as during test case postamble, SS expects that UE state is E2 connected. This needs to be corrected.
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1 Corrections required

1.1 f_TC_6_4_5_EUTRA
	Function name
	f_TC_6_4_5_EUTRA

	Reason for change
	As stated in test case procedure, at the end of the test case, the UE should be in State connected (E2 T3440) according to TS 35.508.

Current ttcn-3 implementation is not aligned with prose, as during test case postamble, SS expects that UE state is E2 connected. This needs to be corrected.

	Summary of change
	Changed postamble input paramters to handle an UE in state connected (E2 T3440) at the end of the test case.

	TTCN module
	Hybrid_CellsUG.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
    // @siclog "Step 48 - 54" siclog@

    // Check: Does the test result of steps 1 to 7 of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on Cell 2 within 6 mins from "T4" to the time RRCConnectionRequest received by SS?

    // NOTE: The UE performs a TAU procedure

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT(eutra_Cell2, tsc_RRC_TI_Def, false, true, omit, noRrcConnectionRelease);   //@sic R5s140729, R5s150830 sic@

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.

    // Postamble

    f_EUTRA_SetCellPower(eutra_Cell1, tsc_NonSuitableCellRS_EPRE);

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E2_CONNECTED );  //@sic R5s150989 R5s160034 sic@

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
    // @siclog "Step 48 - 54" siclog@

    // Check: Does the test result of steps 1 to 7 of generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on Cell 2 within 6 mins from "T4" to the time RRCConnectionRequest received by SS?

    // NOTE: The UE performs a TAU procedure

    f_EUTRA_TrackingAreaUpdateFromAnotherRAT(eutra_Cell2, tsc_RRC_TI_Def, false, true, omit, noRrcConnectionRelease);   //@sic R5s140729, R5s150830 sic@

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.

    // Postamble

    f_EUTRA_SetCellPower(eutra_Cell1, tsc_NonSuitableCellRS_EPRE);

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E2_T3440 );  //@sic R5s150989 R5s160034 sic@
<<SKIPPED CODE>>


