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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	 fl_TC_9_2_1_1_26_Body ()

	Reason for change
	At step 13Ba3, UE locally releases NAS connection but SS is initiating RRCConnectionRelease procedure.to release connection. So SS should locally release RRC Connection (as agreed in prose CR R5-198843). This change is needed to correct TTCN code as per this

	Summary of change
	Added call to function f_EUTRA_RRC_ConnectionRelease_Local at step 13Ba3

	TTCN module
	NAS_Attach_EOnly.ttcn

	MCC160 Comment
	Accepted in principle.

Implementation by TF160 see below.


Before change:

	  function fl_TC_9_2_1_1_26_Body() runs on EUTRA_PTC

  {

… 

…..
    //  Switch on UE

    //@siclog "Step 1" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //  The UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message

    //@siclog "Step 2" siclog@

…… 

…….   

    //  The SS initiates Detach procedure with the Detach Type IE "re-attach not required"

    //@siclog "Step 3" siclog@

…… 

…….
    // Check: Does the UE send DETACH ACCEPT message?

    //@siclog "Step 4" siclog@

…… 

…….   

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    // The SS releases the RRC connection

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    // The SS waits 5 seconds

    //@siclog "Step 5A" siclog@

    f_Delay (5.0); // @sic R5-125204 sic@

    //  UE is switched off and switched on

    //@siclog "Step 6" siclog@

    f_UT_SwitchOffUE (UT, true, CNF_REQUIRED); // @sic R5s1100395 sic@ @sic R5s120597r1 sic@

    //@siclog "Step 6A" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    //  The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.

    //@siclog "Step 7" siclog@

…… 

…….
    v_PdnConnectivityRequest := v_NAS_Ind.Pdu.PiggybackedPduList[0].Msg;

    v_EPS_TI := v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;

    // Get the PCO to be used later (TS 36.508 v.8.2.2 Table 4.7.3-6)

    if (ispresent(v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)) {

      v_Pco := v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions;

    }

    //@siclog "Step 12A-12G" siclog@ @sic R5-162776 sic@

    // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    // The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.

    // The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.

    // The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.

    // The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

    // Steps 12a1 and 12a2 ESM INFORMATION REQUEST / ESM INFORMATION RESPONSE

…… 

…….
    //@siclog "Step 13" siclog@

    //  The SS initiates Detach procedure with the Detach Type IE "re-attach required"

…… 

…….
    // Note: A pre Release 15 UE ignores the DETACH REQUEST.

    // Investigate for 5 sec if the UE shows NAS Rel 15 behaviour, i.e. ignores DETACH REQUEST, and note it.

    t_Wait.start; // @sic R5-195312 sic@

    alt {

      [] SRB.check(receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                                 cr_508_DETACH_ACCEPT))))

        {

          v_NAS_Rel_15_behaviour := true;

          t_Wait.stop;

        }

      [] t_Wait.timeout {}

    }

    //@siclog "Step 13A" siclog@

    // Start a 5 second timer

    t_Wait.start; // @sic R5-195312 sic@

    //EXCEPTION: Steps 13Ba1 to 13Bb1 describe behaviour that depends on the UE implementation;

    // the "lower case letter" identifies a step sequence that takes place if UE have particular implementation.

    if (v_NAS_Rel_15_behaviour == true) { // @sic R5-192722, R5-195312 sic@

      //@siclog "Step 13Ba1" siclog@

      // Check: Does the UE transmit a DETACH ACCEPT message?

      SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cr_508_DETACH_ACCEPT)));

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba1");

      //@siclog "Step 13Ba2" siclog@

      // Cancel the timer started in step 13A.

      t_Wait.stop; // @sic R5-195312 sic@

      //@siclog "Step 13Ba3" siclog@

      // The UE locally releases the NAS signalling connection.

      // The SS locally releases the RRC connection. @sic R5-198843 sic@

      //@siclog "Step 13Ba4" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

      v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (eutra_CellA, NORMAL, NORMAL);

      // save the PTI provided for usage in ATTACH ACCEPT in step 14

      v_EPS_TI := v_NAS_Ind.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier; // @sic R5s190814 sic@

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba4");

      //@siclog "Step 13Ba5-13Ba11" siclog@

      // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

…… 

…….
    //@siclog "Step 14" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

………  

………. 

    // The UE transmits an ATTACH COMPLETE message

    // including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message

    //@siclog "Step 15" siclog@

…… 

…….
    //@siclog "Step 15Aa1 - 15Ac1" siclog@ @sic R5-162776 sic@

    //Steps 16a1-16c1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    f_EUTRA_InitialRegistration_Step16_16c1(eutra_CellA, -, -, v_NAS_Ind); // @sic R5-160947 sic@ @sic R5s160370 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "step 15");

    // Void

    //@siclog "Step 16" siclog@ @sic R5-198843 sic@

    //@siclog "Steps 16B-16Cb1" siclog@ @sic R5-162776 sic@

    //Steps 17-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    f_EUTRA_RRC_ConnectionRelease (eutra_CellA); // @sic R5s160370 sic@

    //Steps 18a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    if (tsc_EUTRA_Registration_MultiplePDN) { // @sic R5s160370 sic@

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(eutra_CellA);

    }

    //@siclog "Step 17" siclog@

    // Void.

  }// end function fl_TC_9_2_1_1_26_Body


After change:
	  function fl_TC_9_2_1_1_26_Body() runs on EUTRA_PTC

  {

…… 

…….

var SubFrameTiming_Type v_Timing; // Anritsu TTCN CR required for 9.2.1.1.26
…… 

…….

    //  Switch on UE

    //@siclog "Step 1" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    //  The UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message

    //@siclog "Step 2" siclog@

…… 

…….   

    //  The SS initiates Detach procedure with the Detach Type IE "re-attach not required"

    //@siclog "Step 3" siclog@

…… 

…….

    // Check: Does the UE send DETACH ACCEPT message?

    //@siclog "Step 4" siclog@

…… 

…….   

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    // The SS releases the RRC connection

    //@siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    // The SS waits 5 seconds

    //@siclog "Step 5A" siclog@

    f_Delay (5.0); // @sic R5-125204 sic@

    //  UE is switched off and switched on

    //@siclog "Step 6" siclog@

    f_UT_SwitchOffUE (UT, true, CNF_REQUIRED); // @sic R5s1100395 sic@ @sic R5s120597r1 sic@

    //@siclog "Step 6A" siclog@

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    //  The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.

    //@siclog "Step 7" siclog@

…… 

…….

    v_PdnConnectivityRequest := v_NAS_Ind.Pdu.PiggybackedPduList[0].Msg;

    v_EPS_TI := v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;

    // Get the PCO to be used later (TS 36.508 v.8.2.2 Table 4.7.3-6)

    if (ispresent(v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions)) {

      v_Pco := v_PdnConnectivityRequest.pDN_CONNECTIVITY_REQUEST.protocolConfigurationOptions;

    }

    //@siclog "Step 12A-12G" siclog@ @sic R5-162776 sic@

    // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    // The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.

    // The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.

    // The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.

    // The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

    // Steps 12a1 and 12a2 ESM INFORMATION REQUEST / ESM INFORMATION RESPONSE

…… 

…….

    //@siclog "Step 13" siclog@

    //  The SS initiates Detach procedure with the Detach Type IE "re-attach required"

…… 

…….

    // Note: A pre Release 15 UE ignores the DETACH REQUEST.

    // Investigate for 5 sec if the UE shows NAS Rel 15 behaviour, i.e. ignores DETACH REQUEST, and note it.

    t_Wait.start; // @sic R5-195312 sic@

    alt {

      [] SRB.check(receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                                 cr_508_DETACH_ACCEPT))))

        {

          v_NAS_Rel_15_behaviour := true;

          t_Wait.stop;

        }

      [] t_Wait.timeout {}

    }

    //@siclog "Step 13A" siclog@

    // Start a 5 second timer

    t_Wait.start; // @sic R5-195312 sic@

    //EXCEPTION: Steps 13Ba1 to 13Bb1 describe behaviour that depends on the UE implementation;

    // the "lower case letter" identifies a step sequence that takes place if UE have particular implementation.

    if (v_NAS_Rel_15_behaviour == true) { // @sic R5-192722, R5-195312 sic@

      //@siclog "Step 13Ba1" siclog@

      // Check: Does the UE transmit a DETACH ACCEPT message?

      SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cr_508_DETACH_ACCEPT)));

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba1");

      //@siclog "Step 13Ba2" siclog@

      // Cancel the timer started in step 13A.

      t_Wait.stop; // @sic R5-195312 sic@

      //@siclog "Step 13Ba3" siclog@

      // The UE locally releases the NAS signalling connection.

      // The SS locally releases the RRC connection. @sic R5-198843 sic@

      v_Timing := f_EUTRA_GetNextSendOccasion(eutra_CellA, 200); // Anritsu TTCN CR required for 9.2.1.1.26

      f_EUTRA_RRC_ConnectionRelease_Local(eutra_CellA, v_Timing); // Anritsu TTCN CR required for 9.2.1.1.26
      //@siclog "Step 13Ba4" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

      v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (eutra_CellA, NORMAL, NORMAL);

      // save the PTI provided for usage in ATTACH ACCEPT in step 14

      v_EPS_TI := v_NAS_Ind.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier; // @sic R5s190814 sic@

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba4");

      //@siclog "Step 13Ba5-13Ba11" siclog@

      // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

…… 

…….

    //@siclog "Step 14" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

………  

………. 

    // The UE transmits an ATTACH COMPLETE message

    // including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message

    //@siclog "Step 15" siclog@

…… 

…….

    //@siclog "Step 15Aa1 - 15Ac1" siclog@ @sic R5-162776 sic@

    //Steps 16a1-16c1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    f_EUTRA_InitialRegistration_Step16_16c1(eutra_CellA, -, -, v_NAS_Ind); // @sic R5-160947 sic@ @sic R5s160370 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "step 15");

    // Void

    //@siclog "Step 16" siclog@ @sic R5-198843 sic@

    //@siclog "Steps 16B-16Cb1" siclog@ @sic R5-162776 sic@

    //Steps 17-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed

    f_EUTRA_RRC_ConnectionRelease (eutra_CellA); // @sic R5s160370 sic@

    //Steps 18a1-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    if (tsc_EUTRA_Registration_MultiplePDN) { // @sic R5s160370 sic@

      f_EUTRA_InitialRegistration_ReleaseInternetPDN(eutra_CellA);

    }

    //@siclog "Step 17" siclog@

    // Void.

  }// end function fl_TC_9_2_1_1_26_Body


Implementation by TF160

1. Use the generic function with standard timing

After change:
	…
      //@siclog "Step 13Ba3" siclog@

      // The UE locally releases the NAS signalling connection.

      // The SS locally releases the RRC connection. @sic R5-198843 sic@

      f_EUTRA_RRC_ConnectionRelease_Local(eutra_CellA, f_EUTRA_GetNextSendOccasion(eutra_CellA), true);
      //@siclog "Step 13Ba4" siclog@

…


2. Assignment of Early Contention resolution attribute to the test case
In case of a UE RACHes within 100 ms after DETACH ACCEPT while SS local release is ongoing, RRCConnectionSetupComplete is stuck at RLC layer as SRBs(ie SRB1) are not released due to 100 ms delay applied during SS local release. 
It is proposed to use the early contention resolution attribute. Then “UL grant configuration” + “ sending RRCConnectionSetup” are postponed, giving additional delay to allow SRBs local release and reconfiguration to be completed. Therefore, RRCConnectionSetupComplete does not get stuck at RLC layer.

After change:
	function f_GetTestcaseAttrib_EarlyContentionResolution(charstring p_Testcase) return boolean

  {

    select (p_Testcase) {

………
……… 
      case ("TC_9_2_1_1_26") { return true; } 
    }

    return false;

  }


3. Avoid unnecessary retrieval of the PDCP counts
After change:
	  function f_EUTRA_RRC_ConnectionRelease_Local(EUTRA_CellId_Type p_CellId,

                                                                                      SubFrameTiming_Type p_TimingAtT,












                boolean p_DefaultDRB_Only := false) runs on EUTRA_PTC

  { /* NOTE: the function schedules all steps to release and reconfigure the SRBs and (default) DRB
     *       => this will in fact happen in the future */

    /* @sic R5-110803 change 13 sic@ */

    /* @sic R5s110634 MCC160 implementation of change 1.1: new parameter p_DrbConfigList sic@ */

    /* @sic R5s110743: release MeasGapConfig sic@ */

    /* @sic R5s150338: p_DrbConfigList removed sic@ */

    var SubFrameTiming_Type v_Timing := p_TimingAtT;

    var DRB_IdentityList_Type v_DrbIdList;

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId); //@sic R5-173005 sic@


if (p_DefaultDRB_Only == false) {v_DrbIdList := f_EUTRA_SS_ActiveDRBs(p_CellId)} else {v_DrbIdList := tsc_DrbList_Def};
    if (v_SysinfoType==sysinfoOnly) { //acc. to 36.523-3 clauses 7.18
….



