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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting, Gao

gaoting@starpointcomm.com
2 Corrections required

2.1 Change 1

	Function name
	fl_TC_9_1_7_1_Body

	Reason for change
	At step7B v_GUTIToSend is extracted inside each alternatives due to the type of v_ReceivedAsp is different from v_ReceivedMsg.

	Summary of change
	 Advance the assignment of v_GUTIToSend.

	TTCN module
	Service_Request_NR5GC

	MCC160 Comment
	Accepted 


Before change:

  function fl_TC_9_1_7_1_Body() runs on NR5GC_PTC

  {

...
     //@siclog "Steps 7AA" siclog@

    t_Wait.start(5.0); //@sic R5-201241 sic@

    alt{

      //@siclog "Steps 7ABa1" siclog@

      [] SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, ?, cr_NG_NAS_IndWithPiggybacking(?))) -> value v_ReceivedAsp

      {

        //@siclog "Steps 7ABa2" siclog@

        t_Wait.stop;

        if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedAsp.Signalling.Nas[0].Pdu, Mobility)) { //@sic R5-202662 sic@

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

        }

      }

      //@siclog "Steps 7ABb1" siclog@

      []t_Wait.timeout

      {

        //@siclog "Steps 7ABb2" siclog@

        f_NR_RRCRelease(v_NGC_NASCellA); //@sic R5-202662 sic@

        //@siclog "Step 7ABb3" siclog@ //@sic R5-202662 sic@

        v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);

        if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility)) {

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

        }

      }

    }

    //@siclog "Step 7AC" siclog@

    //@sic R5-202662 sic@ VOID

    //@siclog "Step 7B" siclog@ //@sic R5-201241 sic@

    //@sic R5-202662 sic@ VOID

    v_GUTIToSend := v_ReceivedMsg.Pdu.PiggybackedPduList[0].Msg.registration_Request.ngMobileId;

    v_GUTIToSend.iei := '77'O; //@sic R5s200499 sic@

...

}
After change:

  function fl_TC_9_1_7_1_Body() runs on NR5GC_PTC

  {

...
       //@siclog "Steps 7AA" siclog@

    t_Wait.start(5.0); //@sic R5-201241 sic@

    alt{

      //@siclog "Steps 7ABa1" siclog@

      [] SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, ?, cr_NG_NAS_IndWithPiggybacking(?))) -> value v_ReceivedAsp

      {

        //@siclog "Steps 7ABa2" siclog@

        t_Wait.stop;

        if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedAsp.Signalling.Nas[0].Pdu, Mobility)) { //@sic R5-202662 sic@

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

        }

    
   v_GUTIToSend := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.registration_Request.ngMobileId;

      }

      //@siclog "Steps 7ABb1" siclog@

      []t_Wait.timeout

      {

        //@siclog "Steps 7ABb2" siclog@

        f_NR_RRCRelease(v_NGC_NASCellA); //@sic R5-202662 sic@

        //@siclog "Step 7ABb3" siclog@ //@sic R5-202662 sic@

        v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);

        if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility)) {

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

        }

    

v_GUTIToSend := v_ReceivedMsg.Pdu.PiggybackedPduList[0].Msg.registration_Request.ngMobileId;

      }

    }

    //@siclog "Step 7AC" siclog@

    //@sic R5-202662 sic@ VOID

    //@siclog "Step 7B" siclog@ //@sic R5-201241 sic@

    //@sic R5-202662 sic@ VOID

//    v_GUTIToSend := v_ReceivedMsg.Pdu.PiggybackedPduList[0].Msg.registration_Request.ngMobileId;

    v_GUTIToSend.iei := '77'O; //@sic R5s200499 sic@

...

}
