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1 Corrections required

1.1 function fl_TC_9_1_3_1()
	Function name
	fl_TC_9_1_3_1()

	Reason for change
	In the current TTCN implementation, at Step 11B the function f_NR_RRCRelease is called. 

After this, at Step 11C, the function f_NR_UE_DeRegisterOnSwitchOff (v_NGC_NASCellA, STATE_DEREGISTERED); is called, which again tries to release the local end.

This is incorrect, as the local end is released during the call to function f_NR_RRCRelease(v_NGC_NASCellA); performed earlier.

Also, the comment for Step 11A says “Send a deregistration reject to delete 5G-GUTI”, whereas the TTCN actuallsends a Registration REJ. The comment also needs to be corrected.

	Summary of change
	Instead of calling function f_NR_UE_DeRegisterOnSwitchOff (v_NGC_NASCellA, STATE_DEREGISTERED); , called function f_UT_SwitchOffUE(UT);

Also corrected the comment for Step 11A.

	TTCN module
	NR5GC\9_1_3\Identification_NR5GC.ttcn

	MCC160 Comment
	1. Alternative solution implemented: removed the local end release from the function f_NR_UE_DeRegisterOnSwitchOff
2. Accepted


Before Change:

	<<SKIPPED CODE>>
// @siclog "Step 11A" siclog@
    //Send a deregistration reject to delete 5G-GUTI
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,//@sicR5-194858sic@
                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_NoSecurityProtection, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause(omit, tsc_EmmCause_IllegalUe)))));
    //@siclog "Step 11B" siclog@
    //release RRC connection
    f_NR_RRCRelease(v_NGC_NASCellA);//@sicR5-194858 sic@
    //@siclog "Step 11C" siclog@
    //Switch off the UE
    f_NR_UE_DeRegisterOnSwitchOff (v_NGC_NASCellA, STATE_DEREGISTERED);//@sic R5s-190719 sic@
    //switch on the UE
    //@siclog "Step 11D" siclog@
    f_UT_SwitchOnUE(UT);//@sicR5-194858sic@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

// @siclog "Step 11A" siclog@
    //Send a registration reject to delete 5G-GUTI
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,//@sicR5-194858sic@
                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_NoSecurityProtection, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause(omit, tsc_EmmCause_IllegalUe)))));
    //@siclog "Step 11B" siclog@
    //release RRC connection
    f_NR_RRCRelease(v_NGC_NASCellA);//@sicR5-194858 sic@
    //@siclog "Step 11C" siclog@
    //Switch off the UE
    //f_NR_UE_DeRegisterOnSwitchOff (v_NGC_NASCellA, STATE_DEREGISTERED);//@sic R5s-190719 sic@
    f_UT_SwitchOffUE(UT, false); //WA#9_1_3_1
    //switch on the UE
    //@siclog "Step 11D" siclog@
    f_UT_SwitchOnUE(UT);//@sicR5-194858sic@
<<SKIPPED CODE>>


MCC160 Implementation
  function f_NR_UE_DeRegisterOnSwitchOff(NR_CellId_Type p_CellId,

                                         NG_STATE_Type p_UE_State,

                                         NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2,

                                         boolean p_USIM_Rmvd := false,

                                         B2_Type p_AccessType := '01'B) runs on NR5GC_PTC

  {

...

        case(STATE_DEREGISTERED) { // @sic R5-201202 sic@

          f_UT_SwitchOffUE(UT, p_USIM_Rmvd); // @sic R5s190930 sic@

          

        }

      }

      if (v_RxdMsg) { // @sic R5s190930 sic@

        if (not f_Check_NG_DeregistrationReqMOMsg (v_DetachReq.Pdu.Msg, crs_DeregisterType('1'B, '0'B, p_AccessType))) {

          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");

        }

      }

    } else {

      f_UT_PowerOffUE(UT);

    }

    // Need to 'reset' all stored lists as all DRBs and PDU sessions no longer exist in UE

    f_NR5GC_MobileInfo_Init();

  }

