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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Ting Gao

gaoting@starpointcomm.com
2 Corrections required

2.1 Change 1

	Function name
	f_NR_RRCReconfigExistingDRBs()

	Reason for change
	According to 5.3.7.2 in 38.331, MAC reset, spcell config released, RRCReconfiguration needs to add spCellConfig and MAC_CellGroupConfig.

	Summary of change
	Add spCellConfig and MAC_CellGroupConfig to RRCReconfiguration.

	TTCN module
	NR5GC_RRCSteps.ttcn

	MCC160 Comment
	Prose CRs on 38.508-1 and 38.523-1 for test cases with a successful re-establishment procedure (e.g. TC 8.1.2.1.4, TC 8.1.5.6.1, TC 8.1.4.1.5) needed. Decision postponed until outcome of prose CRs at RAN5 meeting.


Before change:

function f_NR_RRCReconfigExistingDRBs(NR_CellId_Type p_CellId,

                                        template (omit) NG_NAS_MSG_RequestList_Type p_NASMsg,

                                        template (omit) NR_RLC_BearerToAddModList_Type p_RLCConfigList := omit,

                                        template (omit) MAC_CellGroupConfig p_MACConfig := omit,

                                        template (omit) DRB_ToAddModList p_DRBToAddMod := omit,

                                        template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                        template (omit) NR_RadioBearerList_Type p_SS_Drb_Config := omit,

                                        boolean p_ReceiveForRRCreconfigurationComplete := true,

                                        SRBs_AlreadyConfigured p_SRBs := SRB1,

                                        template (omit) NR_RoutingInfoSUL_Type p_NR_RoutingInfoSUL := omit,

 ) runs on NR5GC_PTC

  { // Split function in 2 so can re-use for L2 reconfig without NAS message @sic R5-196745 sic@

    // Split again so list of DRBs can be built elsewhere @sic R5-199103 sic@

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var NR_RadioBearerList_Type v_SS_Config;

    fl_NR_BuildRRCReconfigExistingDRBs (v_RadioBearerConfig, v_CellGroupConfig, v_SS_Config, p_CellId, p_RLCConfigList, p_MACConfig, p_DRBToAddMod, p_TimingInfo, p_SS_Drb_Config, p_SRBs);

    f_ReconfigureDRBs (p_CellId, p_NASMsg, v_RadioBearerConfig, v_CellGroupConfig, v_SS_Config, -, p_TimingInfo, p_ReceiveForRRCreconfigurationComplete, p_NR_RoutingInfoSUL);

  }
After change:
  function f_NR_RRCReconfigExistingDRBs(NR_CellId_Type p_CellId,

                                        template (omit) NG_NAS_MSG_RequestList_Type p_NASMsg,

                                        template (omit) NR_RLC_BearerToAddModList_Type p_RLCConfigList := omit,

                                        template (omit) MAC_CellGroupConfig p_MACConfig := omit,

                                        template (omit) DRB_ToAddModList p_DRBToAddMod := omit,

                                        template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                        template (omit) NR_RadioBearerList_Type p_SS_Drb_Config := omit,

                                        boolean p_ReceiveForRRCreconfigurationComplete := true,

                                        SRBs_AlreadyConfigured p_SRBs := SRB1,

                                        template (omit) NR_RoutingInfoSUL_Type p_NR_RoutingInfoSUL := omit,











boolean  p_MAC_config := false) runs on NR5GC_PTC

  { // Split function in 2 so can re-use for L2 reconfig without NAS message @sic R5-196745 sic@

    // Split again so list of DRBs can be built elsewhere @sic R5-199103 sic@

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) CellGroupConfig v_CellGroupConfig;

    var NR_RadioBearerList_Type v_SS_Config;

    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;
    var template(value) SpCellConfig v_SpCellConfig := f_NR_GetSpCellConfigDef(p_CellId);


 if ( p_MAC_config == true){



 v_MAC_CellGroupConfig := f_NR_CellInfo_GetMAC_CellGroupConfig(p_CellId);



 fl_NR_BuildRRCReconfigExistingDRBs (v_RadioBearerConfig, v_CellGroupConfig, v_SS_Config, p_CellId, p_RLCConfigList, v_MAC_CellGroupConfig, p_DRBToAddMod, p_TimingInfo, p_SS_Drb_Config, p_SRBs)



 v_CellGroupConfig.spCellConfig := v_SpCellConfig;



 v_CellGroupConfig.physicalCellGroupConfig:=  cs_38508_PhysicalCellGroupConfig(23);


 }else{



 fl_NR_BuildRRCReconfigExistingDRBs (v_RadioBearerConfig, v_CellGroupConfig, v_SS_Config, p_CellId, p_RLCConfigList, p_MACConfig, p_DRBToAddMod, p_TimingInfo, p_SS_Drb_Config, p_SRBs);




 }

    f_ReconfigureDRBs (p_CellId, p_NASMsg, v_RadioBearerConfig, v_CellGroupConfig, v_SS_Config, -, p_TimingInfo, p_ReceiveForRRCreconfigurationComplete, p_NR_RoutingInfoSUL,p_Special);

  }
