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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1
	Function name
	f_NR_RRC_PSCellChange_SRB_NR_PDCP()

	Reason for change
	For  RBConfig Type NR_PDCP_SRB1_2_SRB3, the template cs_NR_SS_RadioBearer_Config is used to configure SS for SRB3 but RLC and MAC parameters are not included.

	Summary of change
	Use template cs_NR_SS_SRB3_Config to give full SS configuration for SRB3

	TTCN module
	NR_Handover_ENDC.ttcn

	MCC160 Comment
	Accepted


Before Change
function f_NR_RRC_PSCellChange_SRB_NR_PDCP(NR_CellId_Type p_CellId,

                                             ENDC_SRB_DRB_Configuration_Type p_RBConfig

                                            ) runs on ENDC_NR_PTC

  {

    …..
    select (p_RBConfig   ) {

        case(NR_PDCP_SRB1_2){
           ….
        }

        case(NR_PDCP_SRB1_2_SRB3){

         …

            // Configure SRB3 in SS

            v_SS_RadioBearerList[0] := cs_NR_SS_RadioBearer_Config(tsc_NR_RbId_SRB3, cs_NR_PDCP_Configuration_RBTerminating(cs_NR_PDCP_RbConfig_ParamsSRB)); 

            v_SS_RadioBearerList[1] := f_NR_GetRadioBearerConfig_FullAM_DRB2(p_CellId);

        }

    …..

  }
After Change
function f_NR_RRC_PSCellChange_SRB_NR_PDCP(NR_CellId_Type p_CellId,

                                             ENDC_SRB_DRB_Configuration_Type p_RBConfig

                                            ) runs on ENDC_NR_PTC

  {

    …..
    select (p_RBConfig   ) {

        case(NR_PDCP_SRB1_2){
           ….
        }

        case(NR_PDCP_SRB1_2_SRB3){

         …

            // Configure SRB3 in SS

            v_SS_RadioBearerList[0] := cs_NR_SS_SRB3_Config; 

            v_SS_RadioBearerList[1] := f_NR_GetRadioBearerConfig_FullAM_DRB2(p_CellId);

        }

    …..

  }
