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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 
Change 1

	Function name
	f_SelectionExpr()

	Reason for change
	Applicability conditions C03 and C04 are not correctly implemented. These conditions are referring to capabilities from 38.508-2 table A.4.3.5-1 (short and log DRX cycle), not A.4.3.4-1 (short and long UM SN)

	Summary of change
	Correct selection for conditions C03 and C04

	TTCN module
	 NR_38523_SelectionExpressions.ttcn

	MCC160 Comment
	Accepted


Before change:

   function f_SelectionExpr(NR_38523_Condition_Type p_Condition) return boolean

  {

    var boolean v_ApplCond;

    select (p_Condition) {

      case (R) {

        //R: UEs supporting E-UTRA

        v_ApplCond := true;

      }

      case (NR_C01) {

        //UEs supporting EN-DC

        v_ApplCond := pc_EN_DC;

      }

      case (NR_C02) {

        //UEs supporting 5GS and RLC UM Mode

        v_ApplCond := (pc_um_WithLongSN or pc_um_WithShortSN);

      }

      case (NR_C03) {

        //UEs supporting 5GS and Long DRX Cycle

        v_ApplCond := pc_um_WithShortSN;
      }

      case (NR_C04) {

        //UEs supporting 5GS and short DRX cycle

        v_ApplCond := pc_um_WithShortSN;
      }

      case (NR_C05) {

        //UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

        v_ApplCond := pc_um_WithShortSN;

      }
…

}
After change:

  function f_SelectionExpr(NR_38523_Condition_Type p_Condition) return boolean

  {

    var boolean v_ApplCond;

    select (p_Condition) {

      case (R) {

        //R: UEs supporting E-UTRA

        v_ApplCond := true;

      }

      case (NR_C01) {

        //UEs supporting EN-DC

        v_ApplCond := pc_EN_DC;

      }

      case (NR_C02) {

        //UEs supporting 5GS and RLC UM Mode

        v_ApplCond := (pc_um_WithLongSN or pc_um_WithShortSN);

      }

      case (NR_C03) {

        //UEs supporting 5GS and Long DRX Cycle

        v_ApplCond := pc_longDRX_Cycle;
      }

      case (NR_C04) {

        //UEs supporting 5GS and short DRX cycle

        v_ApplCond := pc_shortDRX_Cycle;
      }

      case (NR_C05) {

        //UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

        v_ApplCond := pc_um_WithShortSN;

      }
    …

}

