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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	fl_TC_6_2_3_3_NR5GC_EUTRA_TestBody

	Reason for change
	According to 38.523-1 Table 6.2.3.3.3.3-11, TSC value for Tracking Area Update Request at Step 6 should be ‘1’B.

	Summary of change
	At Step 6, set 2nd parameter for f_EUTRA38_NR5GC_S1ToN1_IdleMode to TRUE. This will in effect set the expected TSC value of TAU Request to ‘1’B instead of default value ‘0’B.

	TTCN module
	Idle_CellReSelection_NR5GC_EUTRA.ttcn

	MCC160 Comment
	Accepted


Before change:
   function fl_TC_6_2_3_3_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC

  {

    var integer v_T1_T3_Cell1_RS_EPRE_FR1 := -75;

    var integer v_T1_T3_Cell1_RS_EPRE_FR2 := -75;

    var integer v_T2_Cell1_RS_EPRE_FR1 := -95;

    var integer v_T2_Cell1_RS_EPRE_FR2 := -95;

    // @siclog "Step 1" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T1" in table 6.2.3.3.3.2-1/2

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T1_T3_Cell1_RS_EPRE_FR1, v_T1_T3_Cell1_RS_EPRE_FR2);

    // @siclog "Step 2 - Void " siclog@

    // @siclog "Step 3" siclog@

    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 is performed and the UE is camped on E-UTRAN Cell 1?

    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def);

    // @siclog "Step 4" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T2" in table 6.2.3.3.3.2-1/2.

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T2_Cell1_RS_EPRE_FR1, v_T2_Cell1_RS_EPRE_FR2);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // Tx context for Step4 on EUTRA

    //@siclog "Step 6" siclog@

    // Generic test procedure in TS 38.508-1 Table 4.9.9.2.2-1 take place and UE is camped on NR Cell 1

    f_EUTRA38_NR5GC_S1ToN1_IdleMode(eutra_Cell1);
    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);     //Rx context from Step11 on NR

    // @siclog "Step 11" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T3" in table 6.2.3.3.3.2-1/2

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T1_T3_Cell1_RS_EPRE_FR1, v_T1_T3_Cell1_RS_EPRE_FR2);

    // @siclog "Step 13" siclog@

    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 is performed and the UE is camped on E-UTRAN Cell 1?

    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def, -, -, -, -, -, -, false);  // @sic R5s201004 sic@

  }
After change:
  function fl_TC_6_2_3_3_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC

  {

    var integer v_T1_T3_Cell1_RS_EPRE_FR1 := -75;

    var integer v_T1_T3_Cell1_RS_EPRE_FR2 := -75;

    var integer v_T2_Cell1_RS_EPRE_FR1 := -95;

    var integer v_T2_Cell1_RS_EPRE_FR2 := -95;

    // @siclog "Step 1" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T1" in table 6.2.3.3.3.2-1/2

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T1_T3_Cell1_RS_EPRE_FR1, v_T1_T3_Cell1_RS_EPRE_FR2);

    // @siclog "Step 2 - Void " siclog@

    // @siclog "Step 3" siclog@

    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 is performed and the UE is camped on E-UTRAN Cell 1?

    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def);

    // @siclog "Step 4" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T2" in table 6.2.3.3.3.2-1/2.

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T2_Cell1_RS_EPRE_FR1, v_T2_Cell1_RS_EPRE_FR2);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // Tx context for Step4 on EUTRA

    //@siclog "Step 6" siclog@

    // Generic test procedure in TS 38.508-1 Table 4.9.9.2.2-1 take place and UE is camped on NR Cell 1

    f_EUTRA38_NR5GC_S1ToN1_IdleMode(eutra_Cell1, true);
    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);     //Rx context from Step11 on NR

    // @siclog "Step 11" siclog@

    // The SS adjusts the NR and E-UTRAN Cell power levels according to row "T3" in table 6.2.3.3.3.2-1/2

    f_EUTRA38_SetCellPower(eutra_Cell1, v_T1_T3_Cell1_RS_EPRE_FR1, v_T1_T3_Cell1_RS_EPRE_FR2);

    // @siclog "Step 13" siclog@

    // Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.7.2.2-1 is performed and the UE is camped on E-UTRAN Cell 1?

    f_EUTRA38_TrackingAreaUpdateFromN1 (eutra_Cell1, tsc_RRC_TI_Def, -, -, -, -, -, -, false);  // @sic R5s201004 sic@

  }
