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	Reason for change:
	In the current TTCN impementation of testcase 10.1.1.1, at Step 17 in the PDU Session Establishment Accept message, the IE QoS rules is being passed value cs_QoS_Rules ({}). This is not in-line with Prose and needs to be corrected.
In the current TTCN implementation, for Steps 14-19a1 the function f_NR5GC_PDUSessionEstablishment is called. In this function, for the argument p_PDUSessionAuthenticationRequired, true is passed.

As a result, f_NR5GC_PDUSessionEstablishment(f_NR5GC_PDUSessionEstablishment_InnerLoop is called.

Within this function, following is called :

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN);
    }
The function f_PDUSessionAuthentication by default transmits the PDU Session Auth Command on SRB1, and expects the PDU Session Auth Complete on SRB1.

However, at this point SRB2 is already established. Thus, the PU Session Authenticaiton Command/Complete should be sent/received on SRB2.

This needs to be corrected.



	
	

	Summary of change:
	Instead of passing cs_QoS_Rules ({}), in the PDU Session Establishment Accept at Step 17, passed cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(3,6), '00'O)}).
In the function f_NR5GC_PDUSessionEstablishment(f_NR5GC_PDUSessionEstablishment_InnerLoop instead of 

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN);
    }
Modified the code to :

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    if(valueof(p_SRB) == SRB1_2)//WA#10_1_1_1
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB2);}
    else
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB1);}
    }
Please see below.
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1 Corrections required

1.1 function fl_TC_10_1_1_1_Body
	Function name
	fl_TC_10_1_1_1_Body

	Reason for change
	In the current TTCN impementation of testcase 10.1.1.1, at Step 17 in the PDU Session Establishment Accept message, the IE QoS rules is being passed value cs_QoS_Rules ({}). This is not in-line with Prose and needs to be corrected.

	Summary of change
	Instead of passing cs_QoS_Rules ({}), in the PDU Session Establishment Accept at Step 17, passed cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(3,6), '00'O)})..

	TTCN module
	\NR5GC\10_1\GSM_Testcases_NR5GC.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 14 - 19a1" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, -, -, -, -, -, -,
                                             cs_QoS_Rules ({}),
                                             -, -, cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),
                                             -,-,-,-,-,-,-,
                                             -,-,-,-,-,-,-,-,
                                             cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, true);
    //@siclog "Step 20" siclog@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Step 14 - 19a1" siclog@
    f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, -, -, -, -, -, -,
                                             //cs_QoS_Rules ({}),
                                             cs_QoS_Rules ({cs_QoS_Rule('01'O, int2bit(3,6), '00'O)}),//WA#10_1_1_1
                                             -, -, cs_QoSFlowDescr ({cs_QoS_Flow ('000011'B, { cs_QoSParameters(tsc_QoSFlowParameter_5QI, '01'O, '09'O)})}),
                                             -,-,-,-,-,-,-,
                                             -,-,-,-,-,-,-,-,
                                             cs_EAP_Message(bit2oct(encvalue(cs_EAP_Success))) , -, true);
    //@siclog "Step 20" siclog@
<<SKIPPED CODE>>


1.2 function f_NR5GC_PDUSessionEstablishment_InnerLoop
	Function name
	f_NR5GC_PDUSessionEstablishment_InnerLoop

	Reason for change
	In the current TTCN implementation, for Steps 14-19a1 the function f_NR5GC_PDUSessionEstablishment is called. In this function, for the argument p_PDUSessionAuthenticationRequired, true is passed.

As a result, f_NR5GC_PDUSessionEstablishment(f_NR5GC_PDUSessionEstablishment_InnerLoop is called.

Within this function, following is called :

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN);
    }
The function f_PDUSessionAuthentication by default transmits the PDU Session Auth Command on SRB1, and expects the PDU Session Auth Complete on SRB1.

However, at this point SRB2 is already established. Thus, the PU Session Authenticaiton Command/Complete should be sent/received on SRB2.

This needs to be corrected.



	Summary of change
	In the function f_NR5GC_PDUSessionEstablishment_InnerLoop instead of 

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN);
    }
Modified the code to :

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    if(valueof(p_SRB) == SRB1_2)//WA#10_1_1_1
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB2);}
    else
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB1);}
    }
Please see below

	TTCN module
	Common\NR5GC\NR5GC_NASSteps.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN);
    }
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

if(p_PDUSessionAuthenticationRequired){ // @sic R5-198184 sic@
    //Perform PDU Session Authentication if required
    v_SecurityParams := f_NR5GC_Security_Get();
    if(valueof(p_SRB) == SRB1_2)//WA#10_1_1_1
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB2);}
    else
    {f_PDUSessionAuthentication( p_CellId, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB1);}
    }
<<SKIPPED CODE>>


