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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
 2.1 Change 1
	Function name
	fl_TC_8_2_2_1_1_ENDC_NR_TestBody

	Reason for change
	Currently Security for SRB3 is started at SS but SecurityConfig is not incluided in the RadioBearerConfig for SRB3 sent to the UE at step 1. As a consequence UE is not able to received SRB3 signalling at step 4.

	Summary of change
	Add SecurityConfig to RB config for step 1

	TTCN module
	RRCReconfig_ENDC_NR.ttcn

	MCC160 Comment
	Accepted


Before Change
function fl_TC_8_2_2_1_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  {

    var template (value) CellGroupConfig v_SCGConfig;

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) NR_RLC_BearerToReleaseList_Type v_Rlc_BearerToReleaseList := {3};

    var template (omit) octetstring v_EncodedSCG_Config := omit;

    var SubFrameTiming_Type v_Timing;

    //@siclog "Steps 1 - 2" siclog@

    //Set the NR ENDC Configuration for SRB3

    v_RadioBearerConfig := cs_38508_RadioBearerConfigDef({cs_NR_SRB_ToAddMod(tsc_SRB3)); //@sic R5s200419, R5s201115, R5-203397 sic@

    v_SCGConfig := cs_38508_CellGroupConfig(tsc_NR_CellGroupId_SCG, {cs_38508_RLC_BearerConfig_SRB(tsc_SRB3)});

    //Configure SRB3 in SS

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, {cs_NR_SS_RadioBearer_Config(tsc_NR_RbId_SRB3, cs_NR_PDCP_Configuration_RBTerminating(cs_NR_PDCP_RbConfig_ParamsSRB),

                                                cs_NR_RlcBearerConfig_SRB1SRB2SRB3(f_NR_LogicalChannelId_SRB(tsc_SRB3), tsc_NR_SRB3_LogicalChannelPriority) ,omit)});//@sic R5s200419, R5s201218 sic@
…..
  }
After Change
function fl_TC_8_2_2_1_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  {

    var template (value) CellGroupConfig v_SCGConfig;

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) NR_RLC_BearerToReleaseList_Type v_Rlc_BearerToReleaseList := {3};

    var template (omit) octetstring v_EncodedSCG_Config := omit;

    var SubFrameTiming_Type v_Timing;

    //@siclog "Steps 1 - 2" siclog@

    //Set the NR ENDC Configuration for SRB3

    v_RadioBearerConfig := cs_38508_RadioBearerConfigDef({cs_NR_SRB_ToAddMod(tsc_SRB3)},-, -, cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig(f_NR_AS_CipheringAlgorithm_Get(), f_NR_AS_IntegrityAlgorithm_Get()), secondary)); //@sic R5s200419, R5s201115, R5-203397 sic@

    v_SCGConfig := cs_38508_CellGroupConfig(tsc_NR_CellGroupId_SCG, {cs_38508_RLC_BearerConfig_SRB(tsc_SRB3)});

    //Configure SRB3 in SS

    f_NR_SS_CommonRadioBearerConfig(nr_Cell1, {cs_NR_SS_RadioBearer_Config(tsc_NR_RbId_SRB3, cs_NR_PDCP_Configuration_RBTerminating(cs_NR_PDCP_RbConfig_ParamsSRB),

                                                cs_NR_RlcBearerConfig_SRB1SRB2SRB3(f_NR_LogicalChannelId_SRB(tsc_SRB3), tsc_NR_SRB3_LogicalChannelPriority) ,omit)});//@sic R5s200419, R5s201218 sic@
…..
  }
