Page 1



3GPP TSG-RAN5 Meeting #2020-TTCN email
R5s201513
Online, 16th Dec 2019,  - 31st Dec 2020
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-3
	CR
	1409
	rev
	-
	Current version:
	15.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to NR5GC testcase 6.1.2.2

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2020-11-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
…
Rel-15
(Release 15)
Rel-16
(Release 16)
Rel-17
(Release 17)
Rel-18
(Release 18)

	
	

	Reason for change:
	In the current TTCN implementation fo function f_TC_6_1_2_2_NR5GC_Testbody, the NR Cell 11 is set as OFF cell for power setting T1 and T2. An OFF cell is basically just noise.  Later at Step, VNG is configured for this cell BEFORE applying the power level setting T3. This is like introducing more noise when the cell is OFF.

This needs to be corrected.

	
	

	Summary of change:
	It is proposed that the NR Cell 11 be set to non-suitable cell power for power setting T2. 

This will have no impact on TP but will make TTCN cleaner.

A Prose CR will be raised at RAN5#89e for this.

	
	

	Consequences if not approved:
	A conformant UE may fail this test case.

	
	

	Clauses affected:
	6.1.2.2.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	x
	
	 Test specifications
	38.523-1

	(show related CRs)
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	Other comments:
	R5-206141 is raised, R&S will be included in the revision along with this change.
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1 Corrections required
1.1 Correction to function f_TC_6_1_2_2_NR5GC_ TestBody ()
	Function name
	function f_TC_6_1_2_2_NR5GC_TestBody

	Reason for change
	In the step24, will configure the VNG for NR CELL 11. Where now the nr cell 11 are off status. This will cause the VNG configure failure. Make nr cell 11 status now as as “not suitable”.

	Summary of change
	Change to tsc_NR_NonSuitableCellSSS_EPRE_FR1

	TTCN module
	NR5GC\6_1_2\ Idle_CellSelection_NR5GC.ttcn

	MCC160 Comment
	Accepted conditional to prose CR agreement at RAN5#89e


Before Change:

	function f_TC_6_1_2_2_NR5GC_TestBody() runs on NR5GC_PTC
  { //Power levels on FR2 are FFS
    var integer v_T1_T3_Cell1_RS_EPRE_FR1 := -91;
    var integer v_T1_T3_Cell1_RS_EPRE_FR2 := -91;
    var integer v_T2_Cell1_RS_EPRE_FR1 := -70;
    var integer v_T2_Cell1_RS_EPRE_FR2 := -70;
    var integer v_T1_T2_Cell11_RS_EPRE_FR1 := tsc_NR_NonSuitableOffCellSSS_EPRE;

var integer v_T1_T2_Cell11_RS_EPRE_FR2 := tsc_NR_NonSuitableOffCellSSS_EPRE;
…

}


After Change:

	  function f_TC_6_1_2_2_NR5GC_TestBody() runs on NR5GC_PTC
  { //Power levels on FR2 are FFS
    var integer v_T1_T3_Cell1_RS_EPRE_FR1 := -91;
    var integer v_T1_T3_Cell1_RS_EPRE_FR2 := -91;
    var integer v_T2_Cell1_RS_EPRE_FR1 := -70;
    var integer v_T2_Cell1_RS_EPRE_FR2 := -70;
    var integer v_T1_T2_Cell11_RS_EPRE_FR1 := tsc_NR_NonSuitableCellSSS_EPRE_FR1;
var integer v_T1_T2_Cell11_RS_EPRE_FR2 := tsc_NR_NonSuitableCellSSS_EPRE_FR2;
…

}


