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	Reason for change:
	The fields EPS_Bearer, PdnIndex and Emergency have been added in type GSM_MobilityInfo_Type. Out of these, EPS_Bearer and PdnIndex are now being set to OMIT as a result of R5s201533 (Change 1).

However, the IE Emergency is still uninitialized. This leads to a run time error and needs to be corrected.
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Please see below.
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1 Corrections required
1.1 Correction to f_Check_NG_PDUSessionModificationReq
	Function name
	f_Check_NG_PDUSessionModifictionReq

	Reason for change
	The fields EPS_Bearer, PdnIndex and Emergency have been added in type GSM_MobilityInfo_Type. Out of these, EPS_Bearer and PdnIndex are now being set to OMIT as a result of R5s201533.

However, the IE Emergency is still uninitialized. This leads to a run time error and needs to be corrected.

	Summary of change
	Initialise Emergency IE in p_GSM_MobilityInfo.

Please see below.

	TTCN module
	Common\NG_NAS\NG_NASTemplateFunctions.ttcn

	MCC160 Comment
	Already implemented under R5s201526


Before Change:

	<<SKIPPED CODE>>
if (ispresent (v_GSMMsg.pdu_Session_Modification_Request.extdProtocolConfigurationOptions)) {
      p_GSM_MobilityInfo.PCO := v_GSMMsg.pdu_Session_Modification_Request.extdProtocolConfigurationOptions;
    } else {
      p_GSM_MobilityInfo.PCO := omit;
    }
    p_GSM_MobilityInfo.EPS_Bearer :=omit; //WA#R5s201533
    p_GSM_MobilityInfo.PdnIndex := omit; //WA#R5s201533
    return v_Result;
  }


After Change:

	<<SKIPPED CODE>>

if (ispresent (v_GSMMsg.pdu_Session_Modification_Request.extdProtocolConfigurationOptions)) {
      p_GSM_MobilityInfo.PCO := v_GSMMsg.pdu_Session_Modification_Request.extdProtocolConfigurationOptions;
    } else {
      p_GSM_MobilityInfo.PCO := omit;
    }
    p_GSM_MobilityInfo.EPS_Bearer :=omit; //WA#R5s201533
    p_GSM_MobilityInfo.PdnIndex := omit; //WA#R5s201533
    p_GSM_MobilityInfo.Emergency := omit; //WA#IRAT_Batch2
    return v_Result;
  }


