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1 Corrections required
1.1 Correction to function fl_EUTRA_RRCConnectionSetup_DeltaMCS
	Function name
	fl_EUTRA_RRCConnectionSetup_DeltaMCS

	Reason for change
	In function fl_EUTRA_RRCConnectionSetup_DeltaMCS, variable v_PUCCH_ConfigDedicated_r13 is defined to set eMTC parameters.

Variable v_CE_Mode_r13 is not initialized and no further assignment is done when test case is run in LTE mode, this can provoke a runtime error when being used as input parameter.



	Summary of change
	Initialized v_CE_Mode_r13 variable with omit value.

	TTCN module
	ATS_LTE/8_1/RRC_Paging.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>

  function fl_EUTRA_RRCConnectionSetup_DeltaMCS(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def) runs on EUTRA_PTC return template (value) DL_CCCH_Message

  { /* @sic function introduced for implementation of R5s160020 sic@ */

    var EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info(p_CellId);

    var SR_PUCCH_ResourceIndex_Type v_Sr_PUCCH_ResourceIndex := f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex(p_CellId);

    var PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated(p_CellId);

    var SR_ConfigIndex_Type v_SR_ConfigIndex := f_EUTRA_CellInfo_GetSR_ConfigIndex(p_CellId);

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);

    /* @sic R5-169087 eMTC sic@ */

    var template (omit) PUCCH_ConfigDedicated v_PUCCH_ConfigDedicated := v_EUTRA_FDD_TDD_Info.pucch_Config;

    var template (omit) PUCCH_ConfigDedicated_r13 v_PUCCH_ConfigDedicated_r13 := omit;

    var template (omit) CE_Mode_r13_Type  v_CE_Mode_r13;

    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11 := omit;
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

  function fl_EUTRA_RRCConnectionSetup_DeltaMCS(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def) runs on EUTRA_PTC return template (value) DL_CCCH_Message

  { /* @sic function introduced for implementation of R5s160020 sic@ */

    var EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info(p_CellId);

    var SR_PUCCH_ResourceIndex_Type v_Sr_PUCCH_ResourceIndex := f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex(p_CellId);

    var PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated(p_CellId);

    var SR_ConfigIndex_Type v_SR_ConfigIndex := f_EUTRA_CellInfo_GetSR_ConfigIndex(p_CellId);

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);

    /* @sic R5-169087 eMTC sic@ */

    var template (omit) PUCCH_ConfigDedicated v_PUCCH_ConfigDedicated := v_EUTRA_FDD_TDD_Info.pucch_Config;

    var template (omit) PUCCH_ConfigDedicated_r13 v_PUCCH_ConfigDedicated_r13 := omit;

    var template (omit) CE_Mode_r13_Type  v_CE_Mode_r13 := omit;

    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11 := omit;
<<SKIPPED CODE>>


