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1. [bookmark: _Toc122434485][bookmark: _Toc156308509]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk49 related to the title of this CR.
Contact:	Mohit Kanchan
	mohit.kanchan@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc156308510]Corrections required.
1.1 [bookmark: _Toc156308511]Change 1
	Function name
	              fl_TC_9_1_12_4_Body()

	Reason for change
	Test fails at STEP Step 6A due to SD check which was removed in the RAN5#101 meeting via prose CR R5-237368

	Summary of change
	Removed the SD check from the rejected NSSAI when passing to the function f_MatchXtdRejectedNSSAI_WithATCommand() at both step6A and 8. 


	TTCN module
	             9.1.12\ NSAC_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function fl_TC_9_1_12_4_Body() runs on NR_BASE_PTC
  {
    var charstring v_AT_Response;
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
    var NAS_PlmnId v_PLMN := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (v_NGC_NASCellA));
    var charstring v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI('01'O, '01'O, 'FFFFFF'O));
    var template (value) PartialXtdRejectedNSSAI v_PartialXtdRejectedNSSAI1 := f_BuildNR5GC_PartialXtdRejectedNSSAIType1({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, omit, omit, omit)}, bit2oct('10100010'B));// @sic R5-231543 R5-237368 sic@
    var template (value) ExtdRejectedNSSAI v_ExtdRejectedNSSAI := f_BuildNR5GC_ExtdRejectedNSSAI({v_PartialXtdRejectedNSSAI1});
    timer t_T3526 := 120.0;// @sic R5-231543 sic@
    //@siclog "Step 1" siclog@
    // @sic R5-231543 sic@
    //The SS transmits CONFIGURATION UPDATE COMMAND  including S-NSSAI=1 in rejected NSSAI with back-off timer set to 120 seconds.
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, tsc_NR_RbId_SRB2, -,
                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                   cs_NG_CONFIGURATION_UPDATE_COMMAND(cs_ConfigUpdateInd('0'B, '1'B), -, -, -, -, -, -, -, -, -, -, -, -, -, -, -,
                                                                       -, -, -, -, -, -, -, -, v_ExtdRejectedNSSAI))));

    // @siclog "Step 2" siclog@
    // @sic R5-231543 sic@
    //Check: Does UE transmit CONFIGURATION UPDATE COMPLETE?
    SRB.receive (car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered,
                                                                      cr_NG_CONFIGURATION_UPDATE_COMPLETE)));
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    t_T3526.start;

    // @siclog "Step 3" siclog@
    //The SS transmits an RRCRelease message.
    f_NR_RRCRelease(v_NGC_NASCellA, omit);

    //@siclog "Step 4" siclog@
    // @sic R5-231543 sic@
    //Void

    //@siclog "Step 5" siclog@
    //Cause the UE to request establishment of PDU session with S-NSSAI=1
    f_UT_RequestPDUSession(UT, 1, -, -, -, v_NSSAI, -, -, -, -, -, -, LOCAL_CNF_REQUIRED); // @sic R5s230789 sic@

    //@siclog "Step 6" siclog@
    //Check: Does the UE transmit an RRCSetupRequest message within T3526 associated with S-NSSAI=1 in the next 15 seconds?
    f_NR_CheckNoRRCSetupReq(v_NGC_NASCellA, 15.0);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 6A" siclog@
    // @sic R5-231543 sic@
    //Check:Is S-NSSAI=1 in the Rejected NSSAI list with cause "S-NSSAI not available due to maximum number of UEs reached" associated with current PLMN using AT/MMI command (+C5GNSSAIRDP)?
    v_AT_Response := f_UT_ReadXtdRejectedNSSAI(UT, f_ConvertPLMNtoString(v_PLMN));  // @sic R5s230702 sic@
    if (f_MatchXtdRejectedNSSAI_WithATCommand({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, 'FFFFFF'O, omit, omit)},v_AT_Response)){ // @sic R5s230702 sic@
      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6A");
    } else {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 6A");
    }

    //@siclog "Step 7" siclog@
    //Wait for the expiry of T3526 associated with S-NSSAI=1.
    t_T3526.timeout;

    //@siclog "Step 8" siclog@
    // @sic R5s230702 sic@
    //Check: Using AT/MMI command (+C5GNSSAIRDP) verify that S-NSSAI=1 is not in the Rejected NSSAI list associated with current PLMN
    v_AT_Response := f_UT_ReadXtdRejectedNSSAI(UT, f_ConvertPLMNtoString(v_PLMN)); // @sic R5s230702 sic@
    if (f_MatchXtdRejectedNSSAI_WithATCommand({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, 'FFFFFF'O, omit, omit)},v_AT_Response)){
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 8");
    } else {
      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 8");
    }

    //@siclog "Steps 9-27a1" siclog@
    // @sic R5-231543 sic@
    //Void
   }



After Change:
	function fl_TC_9_1_12_4_Body() runs on NR_BASE_PTC
{
var charstring v_AT_Response;
var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
var NAS_PlmnId v_PLMN := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (v_NGC_NASCellA));
var charstring v_NSSAI := f_ConvertS_NSSAI_ForATCommand (cs_S_NSSAI('01'O, '01'O, 'FFFFFF'O));
var template (value) PartialXtdRejectedNSSAI v_PartialXtdRejectedNSSAI1 := f_BuildNR5GC_PartialXtdRejectedNSSAIType1({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, omit, omit, omit)}, bit2oct('10100010'B));// @sic R5-231543 R5-237368 sic@
var template (value) ExtdRejectedNSSAI v_ExtdRejectedNSSAI := f_BuildNR5GC_ExtdRejectedNSSAI({v_PartialXtdRejectedNSSAI1});
timer t_T3526 := 120.0;// @sic R5-231543 sic@
//@siclog "Step 1" siclog@
// @sic R5-231543 sic@
//The SS transmits CONFIGURATION UPDATE COMMAND including S-NSSAI=1 in rejected NSSAI with back-off timer set to 120 seconds.
SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, tsc_NR_RbId_SRB2, -,
cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
cs_NG_CONFIGURATION_UPDATE_COMMAND(cs_ConfigUpdateInd('0'B, '1'B), -, -, -, -, -, -, -, -, -, -, -, -, -, -, -,
-, -, -, -, -, -, -, -, v_ExtdRejectedNSSAI))));

// @siclog "Step 2" siclog@
// @sic R5-231543 sic@
//Check: Does UE transmit CONFIGURATION UPDATE COMPLETE?
SRB.receive (car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, tsc_NR_RbId_SRB2, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered,
cr_NG_CONFIGURATION_UPDATE_COMPLETE)));
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");
t_T3526.start;

// @siclog "Step 3" siclog@
//The SS transmits an RRCRelease message.
f_NR_RRCRelease(v_NGC_NASCellA, omit);

//@siclog "Step 4" siclog@
// @sic R5-231543 sic@
//Void

//@siclog "Step 5" siclog@
//Cause the UE to request establishment of PDU session with S-NSSAI=1
f_UT_RequestPDUSession(UT, 1, -, -, -, v_NSSAI, -, -, -, -, -, -, LOCAL_CNF_REQUIRED); // @sic R5s230789 sic@

//@siclog "Step 6" siclog@
//Check: Does the UE transmit an RRCSetupRequest message within T3526 associated with S-NSSAI=1 in the next 15 seconds?
f_NR_CheckNoRRCSetupReq(v_NGC_NASCellA, 15.0);
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6");

//@siclog "Step 6A" siclog@
// @sic R5-231543 sic@
//Check:Is S-NSSAI=1 in the Rejected NSSAI list with cause "S-NSSAI not available due to maximum number of UEs reached" associated with current PLMN using AT/MMI command (+C5GNSSAIRDP)?
v_AT_Response := f_UT_ReadXtdRejectedNSSAI(UT, f_ConvertPLMNtoString(v_PLMN)); // @sic R5s230702 sic@
if (f_MatchXtdRejectedNSSAI_WithATCommand({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, omit, omit, omit)},v_AT_Response)){ // @sic R5s230702 sic@
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 6A");
} else {
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 6A");
}

//@siclog "Step 7" siclog@
//Wait for the expiry of T3526 associated with S-NSSAI=1.
t_T3526.timeout;

//@siclog "Step 8" siclog@
// @sic R5s230702 sic@
//Check: Using AT/MMI command (+C5GNSSAIRDP) verify that S-NSSAI=1 is not in the Rejected NSSAI list associated with current PLMN
v_AT_Response := f_UT_ReadXtdRejectedNSSAI(UT, f_ConvertPLMNtoString(v_PLMN)); // @sic R5s230702 sic@

if (f_MatchXtdRejectedNSSAI_WithATCommand({cs_XtdRejectedS_NSSAI('0001'B, '0011'B, '01'O, omit, omit, omit)},v_AT_Response)){
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 8");
} else {
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 8");
}

//@siclog "Steps 9-27a1" siclog@
// @sic R5-231543 sic@
//Void
}




