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1 [bookmark: _Toc122434485][bookmark: _Toc132199053]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk49 related to the title of this CR.
Contact:	liuyang179@hisilicon.com	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc132199054]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc132199055][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Change 1
	Function name
	 f_NR5GC_SorRegistration_Step5_20

	Reason for change
	There is restriction for the parameter p_Header_UE. Header_UE is a mandatory parameter in record SORTransparentContainer, so this template can’t be used as omit, it should be a “present” template.

	Summary of change
	Correct the restriction for the p_Header_UE, and set the default value as “?”.

	TTCN module
	SOR_NR5GC

	MCC160 Comment
	



Before Change
	function f_NR5GC_SorRegistration_Step5_20(NR_CellId_Type p_NR_CellId,
                                            octetstring p_Data,
                                            template (value) SOR_Header p_Header,
                                            template (omit) SOR_Header p_Header_UE:=omit,
                                            boolean p_MacError:= false,
                                            TypeOfRegistration_Type p_RegType := Initial_NoSecurity,
                                            GMM_MobilityInfo_Type p_GMM_MobilityInfo,
                                            NG_NAS_MSG_Indication_Type p_ReceivedMsg,
                                            boolean p_AckSor:= true) runs on NR5GC_PTC
  {
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var O16_Type v_Mac_UE;

    v_Mac_UE:=f_NR5GC_SorRegistration_Step5_13 (p_NR_CellId,
                                     p_GMM_MobilityInfo,
                                     p_ReceivedMsg,
                                     p_Data,
                                     p_Header,
                                     p_RegType,
                                     p_MacError); //@sic R5s210236 sic@

    if(p_AckSor)
    {
    SRB.receive(car_NR_SRB_NasPdu_IND(p_NR_CellId, tsc_NR_RbId_SRB1, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
      if (not match (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, cr_NG_REGISTRATION_COMPLETE(cr_NG_SORTransparentContainer(p_Header_UE,v_Mac_UE)))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Complete Message Failed");
      }
      f_NR5GC_RRC_Idle_Steps16_20(p_NR_CellId,-, TESTMode_OFF,rrcConnectionRelease);
     }
    else{
      f_NR5GC_RRC_Idle_Steps15_20(p_NR_CellId, TESTMode_OFF, rrcConnectionRelease);
    }
  }    
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After Change
	function f_NR5GC_SorRegistration_Step5_20(NR_CellId_Type p_NR_CellId,
                                            octetstring p_Data,
                                            template (value) SOR_Header p_Header,
                                            template (present) SOR_Header p_Header_UE:=?,
                                            boolean p_MacError:= false,
                                            TypeOfRegistration_Type p_RegType := Initial_NoSecurity,
                                            GMM_MobilityInfo_Type p_GMM_MobilityInfo,
                                            NG_NAS_MSG_Indication_Type p_ReceivedMsg,
                                            boolean p_AckSor:= true) runs on NR5GC_PTC
  {
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var O16_Type v_Mac_UE;

    v_Mac_UE:=f_NR5GC_SorRegistration_Step5_13 (p_NR_CellId,
                                     p_GMM_MobilityInfo,
                                     p_ReceivedMsg,
                                     p_Data,
                                     p_Header,
                                     p_RegType,
                                     p_MacError); //@sic R5s210236 sic@

    if(p_AckSor)
    {
    SRB.receive(car_NR_SRB_NasPdu_IND(p_NR_CellId, tsc_NR_RbId_SRB1, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
      if (not match (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, cr_NG_REGISTRATION_COMPLETE(cr_NG_SORTransparentContainer(p_Header_UE,v_Mac_UE)))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Complete Message Failed");
      }
      f_NR5GC_RRC_Idle_Steps16_20(p_NR_CellId,-, TESTMode_OFF,rrcConnectionRelease);
     }
    else{
      f_NR5GC_RRC_Idle_Steps15_20(p_NR_CellId, TESTMode_OFF, rrcConnectionRelease);
    }
  }    




