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1 [bookmark: _Toc122434485][bookmark: _Toc162197728]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D24wk12 related to the title of this CR.
Contact:  Bhise Parikshit
parikshit.bhise@rohde-schwarz.com
2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc162197729]Corrections required
2.1 [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc162197730][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970]Change 1
	Function name
	fl_TC_11_3_12_TestBody

	Reason for change
	In the current TTCN implementation, at Step 8b16, the UE is being paged.
This is unnecessary.
At Step 8b14, the SS transmits an IP PDU, and releases the RRC connection at Step 8b15.
The UE will initiate an RRC connection to loop back this IP PDU. Thus, there is no need to page the UE at Step 8b16.
A Prose CR will be raised for this.
Also, the UE will set the IE Service Type to data in the Service REQ it transmits at Step 8b19. This also needs to be addressed.

	Summary of change
	Removed the call to function f_NR_Paging_Def
Updated the TTCN to expect the Service Type set to data at Step 8b19.
Please see below.

	TTCN module
	UAC_NR5GC.ttcn



Before Change:
	<<SKIPPED CODE>>
//@siclog "Step 8b14" siclog@
                //The SS transmits one IP PDU.
                DRB.send(cas_NR_DRB_COMMON_REQ_SDAP_SDUList(nr_Cell1, v_QosFlowId, v_SDAP_Data));
                
                //@siclog "Step 8b15" siclog@
                // SS waits for 1s and then transmits a RRCRelease message
                f_Delay(1.0);
                f_NR_RRCRelease(nr_Cell1);
                
                //@siclog "Step 8b16 - 8b23" siclog@
                //Steps 1-7 of procedure specified in 38.508-1 [4] Table 4.9.4.2.2-1 are perfromed
                //@sic R5s230765 R5-236448 sic@
                f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
                v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(nr_Cell1);
                f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg, -, -, -, -, -, -, false);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Step 8b14" siclog@
                //The SS transmits one IP PDU.                
                DRB.send(cas_NR_DRB_COMMON_REQ_SDAP_SDUList(nr_Cell1, v_QosFlowId, v_SDAP_Data));
                
                //@siclog "Step 8b15" siclog@
                // SS waits for 1s and then transmits a RRCRelease message
                f_Delay(1.0);
                f_NR_RRCRelease(nr_Cell1);
                
                //@siclog "Step 8b16 - 8b23" siclog@
                //Steps 1-7 of procedure specified in 38.508-1 [4] Table 4.9.4.2.2-1 are perfromed
                //@sic R5s230765 R5-236448 sic@
                //WA#11_3_12 COMMENTED OUT f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
                v_ReceivedMsg := f_NR5GC_RRCIdleToConnected_Steps2_4(nr_Cell1, '0010'B); //WA#11_3_12
                f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg, -, -, -, -, -, -, false);
<<SKIPPED CODE>>



