

	
3GPP TSG-RAN5 Meeting #2024-TTCN email	R5s240276
Online, , 8th Dec 2023 - 31st Dec 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-3
	CR
	3407
	rev
	-
	Current version:
	17.10.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Aligning UE capability PICS mnemonics

	
	

	Source to WG:
	MCC TF160

	Source to TSG:
	R5

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2024-03-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	TS 38.306 defines UE capability bits pdsch-MappingTypeA and pdsch-MappingTypeB. 
The related PICS mnemonics in TS 38.508-2 are defined as pc_pdsch_MappingTypeA and pc_pdsch_MappingTypeB.
However in TTCN they are coded as pc_pdsch_Mapping_TypeA and pc_pdsch_Mapping_TypeB.

	
	

	Summary of change:
	Rename pc_pdsch_Mapping_TypeA and pc_pdsch_Mapping_TypeB as pc_pdsch_MappingTypeA and pc_pdsch_MappingTypeB.
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[bookmark: _Toc162531439]1	List of changes
[bookmark: _Toc117256356][bookmark: _Toc162531440]1.1	Aligning of UE capability PICS mnemonics.
	Function name
	-

	Reason for change
	TS 38.306 defines UE capability bits pdsch-MappingTypeA and pdsch-MappingTypeB. 
The related PICS mnemonics in TS 38.508-2 are defined as pc_pdsch_MappingTypeA and pc_pdsch_MappingTypeB.
However in TTCN they are coded as pc_pdsch_Mapping_TypeA and pc_pdsch_Mapping_TypeB.

	Summary of change
	Rename pc_pdsch_Mapping_TypeA and pc_pdsch_Mapping_TypeB as pc_pdsch_MappingTypeA and pc_pdsch_MappingTypeB.

	TTCN module
	NR_Parameters.ttcn



Before Change:
	..
  modulepar boolean                     pc_pdsch_256QAM_FR2         := false;           // @desc  Support 256QAM for PDSCH for at least one NR FR2 band
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/3
  
  modulepar boolean                     pc_pdsch_Mapping_TypeA      := false;           // @desc  support receiving PDSCH using PDSCH mapping type A with less than seven symbols
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/5
  
  modulepar boolean                     pc_pdsch_Mapping_TypeB      := false;           // @desc  support receiving PDSCH using PDSCH mapping type B with less than seven symbols
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/6
  
  modulepar boolean                     pc_pdsch_RepetitionMultiSlots := false;         // @desc  Support PDSCH Reception when configured with higher layer parameter aggregationFactorDL>1
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/12
..


[bookmark: _Toc117256361]
After Change:
	..
  modulepar boolean                     pc_pdsch_256QAM_FR2         := false;           // @desc  Support 256QAM for PDSCH for at least one NR FR2 band
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/3
  
  modulepar boolean                     pc_pdsch_MappingTypeA      := false;           // @desc  support receiving PDSCH using PDSCH mapping type A with less than seven symbols
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/5
  
  modulepar boolean                     pc_pdsch_MappingTypeB      := false;           // @desc  support receiving PDSCH using PDSCH mapping type B with less than seven symbols
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/6
  
  modulepar boolean                     pc_pdsch_RepetitionMultiSlots := false;         // @desc  Support PDSCH Reception when configured with higher layer parameter aggregationFactorDL>1
                                                                                        // Reference: 38.508-2 Table A.4.3.2-1/12
..



[bookmark: _Toc162531441]1.2	Use of new mnemonic as pc_pdsch_MappingTypeB.
	Function name
	f_NR_Derive_Phy_ParametersCommon_pdsch_MappingTypeB

	Reason for change
	The related PICS mnemonics in TS 38.508-2 is defined as pc_pdsch_MappingTypeB.
However in TTCN is is coded as pc_pdsch_Mapping_TypeB.

	Summary of change
	Rename pc_pdsch_Mapping_TypeB as pc_pdsch_MappingTypeB.

	TTCN module
	NR_AuxiliaryCapCheckFunctions.ttcn



Before Change:
	..
  /*
   * @desc      pdsch_MappingTypeB must be supported if pc_pdsch_Mapping_TypeB
   * @return    template Phy_ParametersCommon_pdsch_MappingTypeB_Type
   * @status    APPROVED (ENDC, NR5GC)
   */
  function f_NR_Derive_Phy_ParametersCommon_pdsch_MappingTypeB() return template Phy_ParametersCommon_pdsch_MappingTypeB_Type
  {
    if (pc_pdsch_Mapping_TypeB) {
      return supported;
    } else {
      return omit;
    }
  }
..



After Change:
	..
  /*
   * @desc      pdsch_MappingTypeB must be supported if pc_pdsch_MappingTypeB
   * @return    template Phy_ParametersCommon_pdsch_MappingTypeB_Type
   * @status    APPROVED (ENDC, NR5GC)
   */
  function f_NR_Derive_Phy_ParametersCommon_pdsch_MappingTypeB() return template Phy_ParametersCommon_pdsch_MappingTypeB_Type
  {
    if (pc_pdsch_MappingTypeB) {
      return supported;
    } else {
      return omit;
    }
  }
..



