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	Template name
	f_TC_8_3_1_9_EUTRA()

	Reason for change
	In Step 8a1, reconfiguration message changes the measurement gap to gp30. However, according to the Prose 36508 Table 4.6.6-1, at Step 8a1, MeasGapConfig-CE should be used which sets the gp0 to 20.

Hence, a TTCN correction is required at Step 8a1

	Summary of change
	Used the correct template which sets the measurement gap to 20.

	TTCN module
	\LTE\8_3\RRC_Measurement.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_8_3_1_9_EUTRA() runs on EUTRA_PTC
  { // Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present
    var integer v_T0_RS_EPRE_Cell1 := -85;
    var integer v_T0_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE;
    var integer v_T0_RS_EPRE_Cell3 := -97;
    
    var integer v_T1_RS_EPRE_Cell1 := -85;
    var integer v_T1_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE;
    var integer v_T1_RS_EPRE_Cell3 := -73;
    
    var integer v_T2_RS_EPRE_Cell1 := -85;
    var integer v_T2_RS_EPRE_Cell2 := -79;
var integer v_T2_RS_EPRE_Cell3 := tsc_NonSuitableOffCellRS_EPRE; 

<<SKIPPED CODE>>
if ((v_FeatrGrp_25) or (ispresent(v_MeasGapConfig))) //@sic R5-187637 sic@
      {
        //@siclog "Step 8a1-8a2" siclog@
        //IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2 and
        //receives an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2
        //@sic R5s110743 sic@
        f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell2,
                                                        cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(v_RRC_TI)); 





After Change:
	function f_TC_8_3_1_9_EUTRA() runs on EUTRA_PTC
  { // Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present
    var integer v_T0_RS_EPRE_Cell1 := -85;
    var integer v_T0_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE;
    var integer v_T0_RS_EPRE_Cell3 := -97;
    
    var integer v_T1_RS_EPRE_Cell1 := -85;
    var integer v_T1_RS_EPRE_Cell2 := tsc_NonSuitableOffCellRS_EPRE;
    var integer v_T1_RS_EPRE_Cell3 := -73;
    
    var integer v_T2_RS_EPRE_Cell1 := -85;
    var integer v_T2_RS_EPRE_Cell2 := -79;
var integer v_T2_RS_EPRE_Cell3 := tsc_NonSuitableOffCellRS_EPRE; 

<<SKIPPED CODE>>
if ((v_FeatrGrp_25) or (ispresent(v_MeasGapConfig))) //@sic R5-187637 sic@
      {
        //@siclog "Step 8a1-8a2" siclog@
        //IF pc_FeatrGrp_25 THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2 and
        //receives an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2
        //@sic R5s110743 sic@
        if(ispresent(v_MeasGapConfig)){
          f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell2,
                                                        cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(v_RRC_TI,cs_508_MeasGapConfig_CE));  
        }else{
          f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell2,
                                                        cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(v_RRC_TI));  
        } 



