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	Reason for change:
	After Step 14, the UE is in connected state, and hence the timer T3540 is running. This needs to be accommodated while calling the postamble function.

	
	

	Summary of change:
	Instead of calling function f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A, tsc_NR_RbId_SRB1); , called f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A_T3540, tsc_NR_RbId_SRB1);  for postamble.

	
	

	Consequences if not approved:
	A conformant UE will fail this test case.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc161206653]Corrections required
2.1 [bookmark: _Toc161206654]Change 1
	Function name
	f_TC_8_1_6_1_4_2_NR5GC()

	Reason for change
	After Step 14, the UE is in connected state, and hence the timer T3540 is running. This needs to be accommodated while calling the postamble function.

	Summary of change
	Instead of calling function f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A, tsc_NR_RbId_SRB1); , called f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A_T3540, tsc_NR_RbId_SRB1);  for postamble.

	TTCN module
	RRC_MDT_IntraNR_CEF_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_4_2_NR5GC() runs on NR5GC_PTC
  { //Connection Establishment Failure / Logging and reporting / RRC Resume
 
    f_NR5GC_Init(NR_1); // @sic R5-217920, R5s211598 sic@
  
    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);

    f_NR5GC_Preamble(nr_Cell1, STATE_INACTIVE_2A, -, false); // @sic R5-217920, R5s211598 sic@

    f_NR_TestBody_Set(true);

    fl_TC_8_1_6_1_4_2_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A, tsc_NR_RbId_SRB1); // @sic R5-217920, R5s211598 sic@
  }


After Change:
	 function f_TC_8_1_6_1_4_2_NR5GC() runs on NR5GC_PTC
  { //Connection Establishment Failure / Logging and reporting / RRC Resume
 
    f_NR5GC_Init(NR_1); // @sic R5-217920, R5s211598 sic@
  
    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);

    f_NR5GC_Preamble(nr_Cell1, STATE_INACTIVE_2A, -, false); // @sic R5-217920, R5s211598 sic@

    f_NR_TestBody_Set(true);

    fl_TC_8_1_6_1_4_2_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A_T3540, tsc_NR_RbId_SRB1); // @sic R5-217920, R5s211598 sic@
 
);



