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1. [bookmark: _Toc122434485][bookmark: _Toc153462693]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk49 related to the title of this CR.
Contact:	Jerry Wang
	jerry.wang@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc153462694]Corrections required
1. [bookmark: _Toc153462695]Change 1
	Function name
	fl_TC_8_1_6_1_4_4_TestBody

	Reason for change
	As per prose change done in R5-223995, to enquire the connEstFailReportReq and rlf-Report at the end of the TC, additional steps 18 and 19 have been added and listed as implemented in 22wk37 TTCN drop but missed out to be part of any TTCN drop.

	Summary of change
	Steps 18 and 19 have been added as per R5-223995 requirement.

	TTCN module
	RRC_MDT_IntraNR_CEF_NR5GC.ttcn

	MCC160 Comment
	Accepted



Before Change:
	function fl_TC_8_1_6_1_4_4_TestBody() runs on NR5GC_PTC
{
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var template RRCReestablishmentComplete_v1610_IEs v_RRCReestablishmentComplete_v1610_IEs;
var template (value) NR_CellPowerList_Type v_CellPowerList_AtT1 := {
cs_NR_CellPower(nr_Cell1, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE), // @sic R5-220613 sic@
cs_NR_CellPower(nr_Cell2, -80, -82) // @sic R5-220613 R5-234797 sic@
};

//@siclog "Step 1" siclog@
//The SS transmits a Paging message.
f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

//@siclog "Step 2" siclog@
//The UE transmits an RRCSetupRequest message.
f_NR_RRC_SetupRequest_Def(nr_Cell1);

//@siclog "Step 3" siclog@
//The SS waits for 2sec to ensure that the UE detects T300 expiry.
f_Delay(2.0);

//@siclog "Steps 4-6" siclog@
//Steps 1 to 3 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
f_NR_RRC_SetupRequest_Def(nr_Cell1);
f_NR_RRCSetup_Def(nr_Cell1);

//@siclog "Step 7" siclog@
//The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message.
v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, -, -, -,
cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(-, -, -, true_)))); // @sic R5-225389 sic@

//@siclog "Steps 8-11" siclog@
//Steps 5 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg);

//@siclog "Step 12" siclog@
//The SS changes Cell 1 and Cell 2 parameters according to the row "T1"in table 8.1.6.1.4.4.3.2-1/2.
f_NR_SetCellPowerList(v_CellPowerList_AtT1);

//@siclog "Step 13" siclog@
//The UE transmits an RRCReestablishmentRequest message on Cell 2.
f_NR5GC_RRCReestablishment_Steps0To2(nr_Cell1, nr_Cell2, otherFailure); //@sic R5-221467 sic@

//@siclog "Steps 14-15" siclog@
//The SS transmits an RRCReestablishment message on Cell 2.
//Check: Does the UE send an RRCReestablishmentComplete message with connEstFailInfoAvailable on Cell 2?
v_RRCReestablishmentComplete_v1610_IEs := {
ue_MeasurementsAvailable_r16 := cr_UE_MeasurementsAvailable_r16(-, -, -, true_, true_), // @sic R5-215681 sic@
nonCriticalExtension := *
};
f_NR5GC_RRCReestablishment_Steps3To7(nr_Cell2, -, -, v_RRCReestablishmentComplete_v1610_IEs); // @sic R5s211281 sic@
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 15");

//@siclog "Steps 16-17" siclog@
//@sic R5-215681, R5s210873 sic@
//The SS transmits an RRCReconfiguration message to establish SRB2 and DRB.
//The UE transmits an RRCReconfigurationtComplete message.
f_NR5GC_RRCReestablishment_Steps8To13(nr_Cell1, nr_Cell2);
}






After Change:
	function fl_TC_8_1_6_1_4_4_TestBody() runs on NR5GC_PTC
{
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var template RRCReestablishmentComplete_v1610_IEs v_RRCReestablishmentComplete_v1610_IEs;
var template (value) NR_CellPowerList_Type v_CellPowerList_AtT1 := {
cs_NR_CellPower(nr_Cell1, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE), // @sic R5-220613 sic@
cs_NR_CellPower(nr_Cell2, -80, -82) // @sic R5-220613 R5-234797 sic@
};

//@siclog "Step 1" siclog@
//The SS transmits a Paging message.
f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

//@siclog "Step 2" siclog@
//The UE transmits an RRCSetupRequest message.
f_NR_RRC_SetupRequest_Def(nr_Cell1);

//@siclog "Step 3" siclog@
//The SS waits for 2sec to ensure that the UE detects T300 expiry.
f_Delay(2.0);

//@siclog "Steps 4-6" siclog@
//Steps 1 to 3 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
f_NR_RRC_SetupRequest_Def(nr_Cell1);
f_NR_RRCSetup_Def(nr_Cell1);

//@siclog "Step 7" siclog@
//The UE transmits an RRCSetupComplete message and a SERVICE REQUEST message.
v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, -, -, -,
cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(-, -, -, true_)))); // @sic R5-225389 sic@

//@siclog "Steps 8-11" siclog@
//Steps 5 to 8 of the generic radio bearer establishment procedure in TS 38.508-1 table 4.5.4.2-3 on NR Cell 1.
f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell1, v_ReceivedMsg);

//@siclog "Step 12" siclog@
//The SS changes Cell 1 and Cell 2 parameters according to the row "T1"in table 8.1.6.1.4.4.3.2-1/2.
f_NR_SetCellPowerList(v_CellPowerList_AtT1);

//@siclog "Step 13" siclog@
//The UE transmits an RRCReestablishmentRequest message on Cell 2.
f_NR5GC_RRCReestablishment_Steps0To2(nr_Cell1, nr_Cell2, otherFailure); //@sic R5-221467 sic@

//@siclog "Steps 14-15" siclog@
//The SS transmits an RRCReestablishment message on Cell 2.
//Check: Does the UE send an RRCReestablishmentComplete message with connEstFailInfoAvailable on Cell 2?
v_RRCReestablishmentComplete_v1610_IEs := {
ue_MeasurementsAvailable_r16 := cr_UE_MeasurementsAvailable_r16(-, -, -, true_, true_), // @sic R5-215681 sic@
nonCriticalExtension := *
};
f_NR5GC_RRCReestablishment_Steps3To7(nr_Cell2, -, -, v_RRCReestablishmentComplete_v1610_IEs); // @sic R5s211281 sic@
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 15");

//@siclog "Steps 16-17" siclog@
//@sic R5-215681, R5s210873 sic@
//The SS transmits an RRCReconfiguration message to establish SRB2 and DRB.
//The UE transmits an RRCReconfigurationtComplete message.
f_NR5GC_RRCReestablishment_Steps8To13(nr_Cell1, nr_Cell2);

//@siclog "Step 18" siclog@
//The SS sends a UEInformationRequest message to get connEstFailReportReq and rlf-Report.
SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell2,
-,
cs_38508_UEInformationRequest(tsc_NR_RRC_TI_Def, -, -, true_, -, true_)));

//@siclog "Step 19" siclog@
//Check: Does the UE send a UEInformationResponse message with connEstFailReport and rlf-Report?
SRB.receive(car_NR_SRB1_RrcPdu_IND(nr_Cell2,
cr_UEInformationResponse_r16_Common(tsc_NR_RRC_TI_Def,
-, -, -, ?, -, ?)));



