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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc155365080]Corrections required
1.1 [bookmark: _Toc155365081]fl_TC_9_1_10_3_TestBody
	Functionname
	fl_TC_9_1_10_3_TestBody

	Reason for change
	In preamble, PDU has already been activeded with CID1,still use CID1 in step16 and step52,UE will not transmit a PDU SESSION ESTABLISHMENT REQUEST message.

	Summary of change
	Instead of using CID1,using CID2 in step16 and step52.

	TTCN module
	NetworkSlicingEnh_NR5GC.ttcn

	MCC160 Comment
	Rejected. 
[bookmark: _GoBack]At Step 16 it is negative check, so the UE should never use the cid. Also at Step 18 UE is power-cycled. Again at Step38a1 the USIM is removed, or in Step 38b1 UE is power-cycled. Thus the UE should clear up everything by Step 52. 



Before Change:
	function fl_TC_9_1_10_3_TestBody() runs on NR5GC_PTC
  {
   …

    //@siclog "Step 16" siclog@
    //Cause the UE to request establishment of PDU session with S-NSSAI=1
    f_UT_RequestPDUSession(UT, 1, -, -, -, v_NSSAI, -, -, -, -, -, -, LOCAL_CNF_REQUIRED); // @sic R5s230789 sic@
    
    //@siclog "Step 17" siclog@
    //Check: Does the UE transmit a  RRCSetupRequest message within 5 seconds?
    f_NR_CheckNoRRCSetupReq(v_NGC_NASCellA, 5.0);   //@sic R5-232339 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 17");
    
    …

    //@siclog "Step 52" siclog@
    f_UT_RequestPDUSession(UT, 1, -, -, -, v_NSSAI);
    
    //@siclog "Step 53" siclog@
    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA,
                                      v_SRB,   //@sic R5s221174 sic@
                                      cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;  //@sic R5-222008 sic@
    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,
                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu,
                                                  ?,?,-,-,
                                                  -,-,-,-,
                                                  -,-,-,-,
                                                  cs_S_NSSAI_WithIEI('22'O,
                                                    cs_S_NSSAI('01'O, '01'O, omit)) //@sic R5s220948, R5s221179 Baseline Moving  sic@
                                                  ))
    {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");
    }
    
    v_GSMMsg := v_ReceivedAsp.Signalling.Nas[0].Pdu.PiggybackedPduList[0].Msg;
    v_GSM_MobilityInfo_s.SessionId := v_GSMMsg.pdu_Session_Establishment_Request.pduSessionId.sessionId;
    v_PTI := v_ReceivedAsp.Signalling.Nas[0].Pdu.PiggybackedPduList[0].Msg.pdu_Session_Establishment_Request.procedureTransactionIdentifier;     //@sic R5s220535 sic@
    //@siclog "Step 54" siclog@
    v_MToSend := f_Get_NG_PDUSessionEstablishmentReject(v_GSM_MobilityInfo_s.SessionId , v_PTI, cs_GMM_GSM_Cause (omit, '00011010'B));
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,
              v_SRB, //@sic R5s220948 sic@
              -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MToSend)));    //@sic R5-222008 sic@

    //@siclog "Step 55" siclog@
    f_NR_RRCRelease(v_NGC_NASCellA);    //@sic R5-222008 sic@
    
   } //End of fl_TC_9_1_10_3_Body



After Change:
	function fl_TC_9_1_10_3_TestBody() runs on NR5GC_PTC
  {
   …

    //@siclog "Step 16" siclog@
    //Cause the UE to request establishment of PDU session with S-NSSAI=1
    f_UT_RequestPDUSession(UT, 2, -, -, -, v_NSSAI, -, -, -, -, -, -, LOCAL_CNF_REQUIRED); // @sic R5s230789 sic@
    
    //@siclog "Step 17" siclog@
    //Check: Does the UE transmit a  RRCSetupRequest message within 5 seconds?
    f_NR_CheckNoRRCSetupReq(v_NGC_NASCellA, 5.0);   //@sic R5-232339 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 17");
    
    …

    //@siclog "Step 52" siclog@
    f_UT_RequestPDUSession(UT, 2, -, -, -, v_NSSAI);
    
    //@siclog "Step 53" siclog@
    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA,
                                      v_SRB,   //@sic R5s221174 sic@
                                      cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;  //@sic R5-222008 sic@
    if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,
                                                  v_ReceivedAsp.Signalling.Nas[0].Pdu,
                                                  ?,?,-,-,
                                                  -,-,-,-,
                                                  -,-,-,-,
                                                  cs_S_NSSAI_WithIEI('22'O,
                                                    cs_S_NSSAI('01'O, '01'O, omit)) //@sic R5s220948, R5s221179 Baseline Moving  sic@
                                                  ))
    {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");
    }
    
    v_GSMMsg := v_ReceivedAsp.Signalling.Nas[0].Pdu.PiggybackedPduList[0].Msg;
    v_GSM_MobilityInfo_s.SessionId := v_GSMMsg.pdu_Session_Establishment_Request.pduSessionId.sessionId;
    v_PTI := v_ReceivedAsp.Signalling.Nas[0].Pdu.PiggybackedPduList[0].Msg.pdu_Session_Establishment_Request.procedureTransactionIdentifier;     //@sic R5s220535 sic@
    //@siclog "Step 54" siclog@
    v_MToSend := f_Get_NG_PDUSessionEstablishmentReject(v_GSM_MobilityInfo_s.SessionId , v_PTI, cs_GMM_GSM_Cause (omit, '00011010'B));
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,
              v_SRB, //@sic R5s220948 sic@
              -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MToSend)));    //@sic R5-222008 sic@

    //@siclog "Step 55" siclog@
    f_NR_RRCRelease(v_NGC_NASCellA);    //@sic R5-222008 sic@
    
   } //End of fl_TC_9_1_10_3_Body



