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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc158096373]Corrections required
1.1 [bookmark: _Toc158096374]Change 1
	Function name
	fl_TC_11_3_10_TestBody

	Reason for change
	In the current TTCN implementation, coordination message is sent from NR PTC to IMS PTC after Step 11. 
Sometimes it is observed that a fast UE tries to send the SIP re-REGISTER immediately after Step 11, before the coordination message transfers control to IMS PTC.
This results testcase failure because the SIP re-REGISTER arrives when control is not with IMS PTC.

This needs to be addressed.

	Summary of change
	It is proposed to send the coordination message to IMS PTC before Step 11. 

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	Accepted



Before 
function fl_TC_11_3_10_TestBody() runs on NR5GC_PTC
  {
    
    //@siclog "Steps 9 - 9A" siclog@
    //The SS changes the SIB1 according to 38.508-1[4] Table 11.3.10.3.3-2 and send Short Message on PDCCH using P-RNTI.    <-- PDCCH (DCI 1_0): Short Message  -   -
    //Wait for 2.1* modification period to allow the new system information to take effect
     
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, //@sic R5-221459 sic@
                                         cs_SIB1_UacBarringInfo(cs_UAC_BarringPerCatList_1Entry(9,1),
                                         -, cs_UAC_BarringInfoSetList_1Entry(p00, s4, '0000000'B)));
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    f_NR_WaitModificationPeriods(nr_Cell1);
    
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
    
    
    //@siclog "Step 11" siclog@
    //The SS changes the SIB1 according to 38.508-1 [4] Table 4.6.1-28 and transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification  <-- PDCCH (DCI 1_0): Short Message
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, omit);
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    //@siclog "Step 11A: Void" siclog@  @sic R5-234088 sic@
    
    //Postamble after receiving coordination from IMS PTC
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
  
  }

After

function fl_TC_11_3_10_TestBody() runs on NR5GC_PTC
  {
    
    //@siclog "Steps 9 - 9A" siclog@
    //The SS changes the SIB1 according to 38.508-1[4] Table 11.3.10.3.3-2 and send Short Message on PDCCH using P-RNTI.    <-- PDCCH (DCI 1_0): Short Message  -   -
    //Wait for 2.1* modification period to allow the new system information to take effect     
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, //@sic R5-221459 sic@
                                         cs_SIB1_UacBarringInfo(cs_UAC_BarringPerCatList_1Entry(9,1),
                                         -, cs_UAC_BarringInfoSetList_1Entry(p00, s4, '0000000'B)));
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    f_NR_WaitModificationPeriods(nr_Cell1);
    
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
    
    
    //@siclog "Step 11" siclog@
    //The SS changes the SIB1 according to 38.508-1 [4] Table 4.6.1-28 and transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification  <-- PDCCH (DCI 1_0): Short Message
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1, omit);
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]); //WA#11_3_10 Moved here
    f_NR_ModifySysinfo(nr_Cell1, -, RRC_CONNECTED); //@sic R5s230133 sic@
    //WA#11_3_10 COMMENTED OUT f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS1]);
    //@siclog "Step 11A: Void" siclog@  @sic R5-234088 sic@
    
    //Postamble after receiving coordination from IMS PTC
    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_IMS1]);
  
  }



