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	Reason for change:
	Before R5-236305 was agreed, if pc_noOf_PDUsNewConnection >0 then the user was prompted for an AT command to establish a PDU session. With this understanding, the current sequence of Steps 16Aa1 and Steps 17Aa1-17Aa2 was working fine.

However, with R5-236305 implemented, if pc_noOf_PDUsNewConnection > 0, then the user wont get an AT command prompt anymore.
In this scenario, the Steps 17Aa1-17Aa2 wont be executed properly. 

If a user sets pc_noOf_PDUsSameConnection and pc_noOf_PDUsNewConnection to 0, then neither the Step 16Aa1 will be executed because pc_noOf_PDUsSameConnection = 0 , nor Step 17Aa1-17Aa2 will be executed.

This needs to be corrected.
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	Instead of using condition (pc_noOf_PDUsNewConnection > 0)  at Step 17Aa1, used (pc_noOf_PDUsNewConnection > 0 or pc_noOf_PDUsSameConnection == 0). 
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1 [bookmark: _Toc122434485][bookmark: _Toc162348030]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D24wk12 related to the title of this CR.
Contact:  Bhise Parikshit
parikshit.bhise@rohde-schwarz.com
2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc162348031]Corrections required
2.1 [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc162348032][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970]Change 1
	Function name
	fl_TC_6_3_1_10_TestBody

	Reason for change
	Before R5-236305 was agreed, if pc_noOf_PDUsNewConnection >0 then the user was prompted for an AT command to establish a PDU session. With this understanding, the current sequence of Steps 16Aa1 and Steps 17Aa1-17Aa2 was working fine.

However, with R5-236305 implemented, if pc_noOf_PDUsNewConnection > 0, then the user wont get an AT command prompt anymore.
In this scenario, the Steps 17Aa1-17Aa2 wont be executed properly. 

[bookmark: _GoBack]If a user sets pc_noOf_PDUsSameConnection and pc_noOf_PDUsNewConnection to 0, then neither the Step 16Aa1 will be executed because pc_noOf_PDUsSameConnection = 0 , nor Step 17Aa1-17Aa2 will be executed.

This needs to be corrected.

	Summary of change
	Instead of using condition (pc_noOf_PDUsNewConnection > 0)  at Step 17Aa1, used (pc_noOf_PDUsNewConnection > 0 or pc_noOf_PDUsSameConnection == 0). 
A Prose CR will be raised for this.
Please see below.

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	Accepted conditional to prose CR agreement at RAN5#103.



Before Change:
	<<SKIPPED CODE>>
//EXCEPTION: Step 17A1 is performed if pc_noOf_PDUsNewConnection > 0
    //@siclog "Step 18Ba1" siclog@//@sic R5-223418sic@
    //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
    if (pc_noOf_PDUsNewConnection > 0 ){      
      f_NR5GC_RRC_Idle_Extension(nr_Cell1);
      f_NR_RRCRelease(nr_Cell1); //@sic R5-237333 sic@
    }
    //@siclog "Step 18" siclog@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//EXCEPTION: Step 17A1 is performed if pc_noOf_PDUsNewConnection > 0
    //@siclog "Step 18Ba1" siclog@//@sic R5-223418sic@
    //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
    if (pc_noOf_PDUsNewConnection > 0 or pc_noOf_PDUsSameConnection == 0 ){ //WA#6_3_1_10      
      f_NR5GC_RRC_Idle_Extension(nr_Cell1);
      f_NR_RRCRelease(nr_Cell1); //@sic R5-237333 sic@
    }
    //@siclog "Step 18" siclog@
<<SKIPPED CODE>>



