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	Reason for change:
	As UE peformed the normal IMS registration on PDN1, de-registraiton also happens on the same PDN. Both PTC have to be synchronised to perform the de-registration on PDN1 after actions are completed on PDN2.

	
	

	Summary of change:
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	Other comments:
	


Change 1
	Testcase name
	12.20

	Reason for change
	As UE peformed the normal IMS registration on PDN1, de-registraiton also happens on the same PDN. Both PTC have to be synchronised to perform the de-registration on PDN1 after actions are completed on PDN2.

	Summary of change
	Received the synchrationsationn from PDN2 to perfrom the IMS deregistration and f_IMS_CC_Postamble function invoked to perform the IMS de-registration

	Source of change
	IMS_36523\source\IMS\9\IMS_CC_AuthenticationTestcases.ttcn


Before change:

	function f_TC_12_20_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call */

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_REGISTERED, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA

    // Initial conditions

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

  }

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20

   * @status    APPROVED (IMS)

   */

  function f_TC_12_20_IMS2() runs on IMS_PTC

  {

    var REGISTER_Request v_RegisterRequest;

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    // Steps 1 to 12

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NormalService);

    // Steps 13 to 16

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // Steps 17-19 - Are executed concurrently on the SS / IPCanEmu

    // Steps 20-24

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    // Steps 25-26

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);
  }


After change :

	function f_TC_12_20_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call */

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_REGISTERED, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA

    // Initial conditions

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);



//1220 fix


f_IMS_IMS_WaitForTrigger(OtherPDN);


f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);
  }

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20

   * @status    APPROVED (IMS)

   */

  function f_TC_12_20_IMS2() runs on IMS_PTC

  {

    var REGISTER_Request v_RegisterRequest;

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    // Steps 1 to 12

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NormalService);

    // Steps 13 to 16

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // Steps 17-19 - Are executed concurrently on the SS / IPCanEmu

    // Steps 20-24

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    // Steps 25-26

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN); //1220 fix
  }
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