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	Reason for change:
	1) IMS deregistation will be performed on PDN1 for normal IMS registration. IMS deregistration will not performed for emergerncy PDN. Hence, postamble need to be moved to PDN1.
2) Sending the coordination signal to PDN1 to perform postamble

	
	

	Summary of change:
	1)  Peforming IMS deregistration on PDN1 instead of PDN2
2) Sent the co-orditnation signal to PDN1 using f_IMS_IMS_SendCoOrdMsg
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Change 1
	Testcase name
	19.1.2

	Reason for change
	 IMS deregistation will be performed on PDN1 for normal IMS registration. IMS deregistration will not performed for emergerncy PDN. Hence, postamble need to be moved to PDN1.

	Summary of change
	Peforming IMS deregistration on PDN1 instead of PDN2

	Source of change
	IMS/19/IMS_CC_EmergencyCallTestcases.ttcn


Before change:

	  function f_TC_19_1_2_IMS1() runs on IMS_PTC

  { /* IMS implementation for PDN1 - Registration */

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_REGISTERED);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

  }


After change :

	  function f_TC_19_1_2_IMS1() runs on IMS_PTC

  { /* IMS implementation for PDN1 - Registration */

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_REGISTERED);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);


//1912


f_IMS_IMS_WaitForTrigger(OtherPDN);


f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);
  }

  


Change 2
	Testcase name
	19.1.2

	Reason for change
	Sending the coordination signal to PDN1 to perform postamble

	Summary of change
	Sent the co-orditnation signal to PDN1 using f_IMS_IMS_SendCoOrdMsg

	Source of change
	IMS/19/IMS_CC_EmergencyCallTestcases.ttcn


Before change:

	  function f_TC_19_1_2_IMS2() runs on IMS_PTC

  { /* IMS implementation for PDN2 - Emergency call */

    var INVITE_Request v_InviteRequest;

    var REGISTER_Request v_RegisterRequest;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    //@siclog "Steps 1-15" siclog@

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NormalService);   // steps 1-15 of 4.5A.4 @sic R5s130748 additional change sic@

    // 1. Emergency registration

    // Note: Emergency call tests apply only to UEs supporting full IMS security

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // 2.  IMS emergency call setup with PSAP (Public Safetly Answering Point)

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    //@siclog "Steps 16-17" siclog@

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);
  }


After change :

	function f_TC_19_1_2_IMS2() runs on IMS_PTC

  { /* IMS implementation for PDN2 - Emergency call */

    var INVITE_Request v_InviteRequest;

    var REGISTER_Request v_RegisterRequest;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    //@siclog "Steps 1-15" siclog@

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NormalService);   // steps 1-15 of 4.5A.4 @sic R5s130748 additional change sic@

    // 1. Emergency registration

    // Note: Emergency call tests apply only to UEs supporting full IMS security

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // 2.  IMS emergency call setup with PSAP (Public Safetly Answering Point)

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    //@siclog "Steps 16-17" siclog@

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    //1912 

f_IMS_IMS_SendCoOrdMsg(OtherPDN);
  }
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