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Overview

This document lists all the changes required to correct the TTCN implementation of test case 7.2.2.5.2.
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3. Correction required to test cases 7.2.2.5.2
3.1 Change 1
	Testcase name
	tc_7_2_2_5_2

	Reason for change
	This test case creates 1024 PDUs to test 10 bit SN in RRC header. However the number of tsc_DRB_MaxNoOfPDUs which current script supports is 1023 as below, error occurs during procedure of creating PDU.
EUTRA_ASP_DrbDefs.ttcn

type record length (1..tsc_DRB_MaxNoOfPDUs) of RLC_DataField_Type
    RLC_DataFieldList_Type;                             /* One to one correspondence with sub headers (LengthIndicatorList_Type) */

	Summary of change
	Change the tsc_DRB_MaxNoOfPDUs value to 1025.

	Source of change
	EUTRA_ASP_DrbDefs.ttcn

	MCC Comment
	


Before:
	group Common_Constants {
  const integer tsc_DRB_MaxNoOfPDUs := 1024;            /* arbitrarily selected */

  const integer tsc_DRB_MaxNoOfSDUs := 1024;            /* arbitrarily selected */

  const integer tsc_DRB_MaxNoOfSubframes := 256;        /* arbitrarily selected */

  } // End sub-group Common_Constants


After:

	group Common_Constants {
  const integer tsc_DRB_MaxNoOfPDUs := 1025;            /* arbitrarily selected */

  const integer tsc_DRB_MaxNoOfSDUs := 1024;            /* arbitrarily selected */

  const integer tsc_DRB_MaxNoOfSubframes := 256;        /* arbitrarily selected */

  } // End sub-group Common_Constants
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