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	Reason for change:
(

	In the test step f_TestcaseIsL2Testcase following match statement is used to check if the test case is a layer 2 test case:

return (match(v_TestcaseName, "TC_7_*"));.

Complier will treat “*” as an actual character instead of intended use of “Any Value”.

In order for the complier to treat “*” as an “Any Value” the keyword “pattern” should be inserted before the string. This is as per chapter “B.1.5 Matching character pattern”.
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	Inserted keyword “pattern”
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not approved:
	TTCN implementation will not be as per test specification.
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Change 1

	Testcase name
	f_TestcaseIsL2Testcase

	Reason for change
	In the test step f_TestcaseIsL2Testcase following match statement is used to check if the test case is a layer 2 test case:

return (match(v_TestcaseName, "TC_7_*"));.

Complier will treat “*” as an actual character instead of intended use of “Any Value”.

In order for the complier to treat “*” as an “Any Value” the keyword “pattern” should be inserted before the string. This is as per chapter “B.1.5 Matching character pattern”.

	Summary of change
	Inserted keyword “pattern”

	Source of change
	


Before:

	function f_TestcaseIsL2Testcase() return boolean

   {

      var charstring v_TestcaseName := fx_GetCurrentTestcaseName();

      return (match(v_TestcaseName, "TC_7_*"));

   }


After:
	function f_TestcaseIsL2Testcase() return boolean

   {

      var charstring v_TestcaseName := fx_GetCurrentTestcaseName();

      return (match(v_TestcaseName, pattern "TC_7_*"));

   }
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