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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 7.2.3.9, contained in the LTE test suite iwd-EUTRA-TVB2009-12_D10wk26
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3 Corrections required for GCF WI 81 EUTRA RLC test case 7.2.3.9
3.1 Change 1

	Testcase name
	f_TC_7_2_3_9_EUTRA

	Reason for change
	In the STEP 7 of the test case the TTCN build the Status PDU with a wrong number of bit of padding. This causes an error in the UE due to invalid length of the PDU.

	Summary of change
	Correct the number of bit of padding configured in the STEP 7. It shall be configured 5 bit of padding instead of 1 bit as currently configured

	TTCN module
	RLC_AM_Testcases.ttcn

	MCC160 Comments
	Accepted


Before:

	.

.

function fl_EUTRA_7_2_3_9_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC
{
  var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
  var template (value) EUTRA_FDD_TDD_CellInfo_Type  v_EUTRA_FDD_TDD_Info;
  var integer i;
  var DRB_COMMON_IND v_ReceivedAsp;
  var template (value) PDCP_DataPdu_LongSN_Type v_PDCP_DataPDU;
  var template (value) DRB_DataPerSubframeList_DL_Type v_SubframeDataList;
  var B1_Type v_Poll;
  var integer v_Duration;
  var SubFrameTiming_Type v_SubFrameTimingTa;
  var SubFrameTiming_Type v_SubFrameTimingTb;
  var template (value) RLC_Status_NACK_List_Type   v_NACK_List;
  var RLC_Status_Padding_Type  v_Padding_1bit := '0'B;
  var SubFrameTiming_Type v_Timing;
  var EUTRA_FDD_TDD_Mode_Type  v_EUTRA_FDD_TDD_Mode ;
  var template (value) PhysicalConfigDedicated_AntennaInfo_Type   v_AntennaInfo;
.

.

.

// Step 7: The SS sends a Status Report with NACK_SN=0, NACK_SN=1, NACK_SN=2, NACK_SN=4 and NACK_SN=5.
  v_NACK_List := cs_NACK_List_5NACKs_NoSOs(4, 5, 6, 8, 9);
  f_TxSTATUS_PDU_NACK( p_RLC_Rec, v_NACK_List, v_Padding_1bit);



After:

	   .
  .

  .
function fl_EUTRA_7_2_3_9_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC
{
  var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
  var template (value) EUTRA_FDD_TDD_CellInfo_Type  v_EUTRA_FDD_TDD_Info;
  var integer i;
  var DRB_COMMON_IND v_ReceivedAsp;
  var template (value) PDCP_DataPdu_LongSN_Type v_PDCP_DataPDU;
  var template (value) DRB_DataPerSubframeList_DL_Type v_SubframeDataList;
  var B1_Type v_Poll;
  var integer v_Duration;
  var SubFrameTiming_Type v_SubFrameTimingTa;
  var SubFrameTiming_Type v_SubFrameTimingTb;
  var template (value) RLC_Status_NACK_List_Type   v_NACK_List;
  var RLC_Status_Padding_Type  v_Padding_5bit := '00000'B;
  var SubFrameTiming_Type v_Timing;
  var EUTRA_FDD_TDD_Mode_Type  v_EUTRA_FDD_TDD_Mode ;
  var template (value) PhysicalConfigDedicated_AntennaInfo_Type   v_AntennaInfo;
   .

   .
// Step 7: The SS sends a Status Report with NACK_SN=0, NACK_SN=1, NACK_SN=2, NACK_SN=4 and NACK_SN=5.
  v_NACK_List := cs_NACK_List_5NACKs_NoSOs(4, 5, 6, 8, 9);
  f_TxSTATUS_PDU_NACK( p_RLC_Rec, v_NACK_List, v_Padding_5bit);
.

.
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