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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of the test case 10.6.1, contained in the LTE test suite iwd-EUTRA-B2009-12_D10wk42
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3 Corrections required for GCF WI 81 ESM test case 10.6.1, 10.4.1, 10.5.1, 10.5.3
3.1 Change 1

	Testcase name
	f_TC_10_6_1_EUTRA

	Reason for change
	The protocolConfigurationOptions field in the message PDN_CONNECTIVITY_REQUEST that is sent by the UE is declared optional for the UE. The definition in the TTCN should be adapted to accomplish this behavior.

	Summary of change
	The definition of the variable ProtocolConfigOptions v_Pco is changed. 

	TTCN module
	ESM_testcase.ttcn

	MCC160 Comments
	Accepted in principle. template (omit) used instead of template


Before:

ESM_testcase.ttcn
	    function f_EUTRA_508_ActivateAdditionalPDN(CellId_Type p_CellId,
                                             EPS_BearerIdentity p_EpsBearerId2,
                                             EUTRA_RRC_STATE_Type p_RRCState) runs on EUTRA_PTC
  { // @sic R5s100326 sic@ @sic R5s100520 sic@
    var ProcedureTransactionIdentifier v_PTId_UE;
    var ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var NAS_MSG_Indication_Type v_NasInd;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_CellId); //Get FDD or TDD mode from Cell-configuration
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NasCount_Type v_NasCountUL;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_CellId); //@sic R5-100786 sic@
    var template (value) DRB_ToAddModList v_DRB_ToAddModList;
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .   


After:

	unction f_EUTRA_508_ActivateAdditionalPDN(CellId_Type p_CellId,
                                             EPS_BearerIdentity p_EpsBearerId2,
                                             EUTRA_RRC_STATE_Type p_RRCState) runs on EUTRA_PTC
  { // @sic R5s100326 sic@ @sic R5s100520 sic@
    var ProcedureTransactionIdentifier v_PTId_UE;
    var template ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var NAS_MSG_Indication_Type v_NasInd;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_CellId); //Get FDD or TDD mode from Cell-configuration
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NasCount_Type v_NasCountUL;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_CellId); //@sic R5-100786 sic@
    var template (value) DRB_ToAddModList v_DRB_ToAddModList;
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .

   .


3.2 Change 2

	Testcase name
	f_TC_10_4_1_EUTRA

	Reason for change
	The protocolConfigurationOptions field in the message PDN_CONNECTIVITY_REQUEST that is sent by the UE is declared optional for the UE. The definition in the TTCN should be adapted to accomplish this behavior.

	Summary of change
	The definition of the variable ProtocolConfigOptions v_Pco is changed. 

	TTCN module
	ESM_testcase.ttcn

	MCC160 Comments
	Accepted in principle. template (omit) used instead of template


Before:

ESM_testcase.ttcn

	/*
   * @desc      test body of TC_10_4_1
   * @status    APPROVED
   */
  function fl_TC_10_4_1_Body() runs on EUTRA_PTC
  {
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H; // default bearer on additional PDN
    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H; // dedicated bearer id on additional PDN
    var ProcedureTransactionIdentifier v_EpsTi2 := tsc_PTI_Unassigned;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var ReleaseCause v_RRC_ReleaseCause := other;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NAS_MSG_Indication_Type v_NasInd;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var template (value) ESM_Cause v_EsmCause43 := cs_ESM_Cause_v ('00101011'B); // Invalid EPS bearer identity
    var template (value) ESM_Cause v_EsmCause36 := cs_ESM_Cause_v ('00100100'B); // Regular deactivation
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();
    var GutiParameters_Type v_GutiParams;
    var NAS_PlmnId v_PLMN;
    var TrackingAreaCode v_Tac;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) TrackingAreaIdList v_TaiList;
    var template (value) CellPowerList_Type v_CellPowerList;
    var M_TMSI_Type v_M_Tmsi_Def := tsc_M_TMSI1;
    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_CellA);
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_CellA);
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .   


After:

	/*
   * @desc      test body of TC_10_4_1
   * @status    APPROVED
   */
  function fl_TC_10_4_1_Body() runs on EUTRA_PTC
  {
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H; // default bearer on additional PDN
    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H; // dedicated bearer id on additional PDN
    var ProcedureTransactionIdentifier v_EpsTi2 := tsc_PTI_Unassigned;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var template ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var ReleaseCause v_RRC_ReleaseCause := other;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NAS_MSG_Indication_Type v_NasInd;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var template (value) ESM_Cause v_EsmCause43 := cs_ESM_Cause_v ('00101011'B); // Invalid EPS bearer identity
    var template (value) ESM_Cause v_EsmCause36 := cs_ESM_Cause_v ('00100100'B); // Regular deactivation
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();
    var GutiParameters_Type v_GutiParams;
    var NAS_PlmnId v_PLMN;
    var TrackingAreaCode v_Tac;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (value) TrackingAreaIdList v_TaiList;
    var template (value) CellPowerList_Type v_CellPowerList;
    var M_TMSI_Type v_M_Tmsi_Def := tsc_M_TMSI1;
    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info ( eutra_CellA);
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_CellA);
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .

   .


3.3 Change 3

	Testcase name
	f_TC_10_5_1_EUTRA

	Reason for change
	The protocolConfigurationOptions field in the message PDN_CONNECTIVITY_REQUEST that is sent by the UE is declared optional for the UE. The definition in the TTCN should be adapted to accomplish this behavior.

	Summary of change
	The definition of the variable ProtocolConfigOptions v_Pco is changed. 

	TTCN module
	ESM_testcase.ttcn

	MCC160 Comments
	Accepted in principle. template (omit) used instead of template


Before:

ESM_testcase.ttcn

	 function fl_TC_10_5_1_Body() runs on EUTRA_PTC
  { // @sic R5-104734 sic@
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H;
    var EPS_BearerIdentity v_EpsDedicatedBearerId := '7'H;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var NAS_MSG_Indication_Type v_NasInd;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NasCount_Type v_NasCountUL;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_CellA); //@sic R5-100786 sic@
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .   


After:

	function fl_TC_10_5_1_Body() runs on EUTRA_PTC
  { // @sic R5-104734 sic@
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H;
    var EPS_BearerIdentity v_EpsDedicatedBearerId := '7'H;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var template ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var NAS_MSG_Indication_Type v_NasInd;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var NasCount_Type v_NasCountUL;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (eutra_CellA); //@sic R5-100786 sic@
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .

   .


3.4 Change 4

	Testcase name
	f_TC_10_5_3_EUTRA

	Reason for change
	The protocolConfigurationOptions field in the message PDN_CONNECTIVITY_REQUEST that is sent by the UE is declared optional for the UE. The definition in the TTCN should be adapted to accomplish this behavior.

	Summary of change
	The definition of the variable ProtocolConfigOptions v_Pco is changed. 

	TTCN module
	ESM_testcase.ttcn

	MCC160 Comments
	Accepted in principle. template (omit) used instead of template


Before:

ESM_testcase.ttcn

	 function fl_TC_10_5_3_Body() runs on EUTRA_PTC
  {
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H;
    var NAS_MSG_Indication_Type v_NasInd;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var ProtocolConfigOptions v_Pco;
    var AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var template (value) ESM_Cause v_EsmCause111;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .   


After:

	 function fl_TC_10_5_3_Body() runs on EUTRA_PTC
  {
    var EPS_BearerIdentity v_EpsBearerId2 := '6'H;
    var NAS_MSG_Indication_Type v_NasInd;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var template ProtocolConfigOptions v_Pco;
    var AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var template (value) ESM_Cause v_EsmCause111;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
   .

   .
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