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1.1 Change 1

Testcase name
9.2.1.2.1

Protocol
EMM

Function Name
fl_TC_9_2_1_2_1_Body

Reason for change
As per 24.301:

5.6.2.3.2 Abnormal cases in the UE

A UE that requested "SMS only" in the combined attach procedure or combined tracking area updating procedure may ignore paging indications with the CN domain indicator set to "CS".

Summary of change
Test sequence was updated such that the SS sends the CS paging at Step 12 only when the UE has not set the additional update to “SMS only”.”

Source of change
File : NAS_Attach_EOnly.ttcn

ETSI Comments
Accepted, also implemented at step 19

Before:
  function fl_TC_9_2_1_2_1_Body() runs on EUTRA_PTC

  {

---

---

   // The SS transmits a paging on cell A with S-TMSI in GUTI-2 for CS domain.

   //@siclog "Step 12" siclog@

     f_EUTRA_UE_Page(eutra_CellA,

                      cs_DomainNasPaging_OneRecord(

                                             cs_PagingUE_Identity_S_TMSI(v_Guti2_Params.MME_Code,

                                                                         v_Guti2_Params.M_TMSI),

                                             cs));

    v_SecurityParams := f_EUTRA_Security_Get();

    // Check: Does the UE send EXTENDED SERVICE REQUEST message?

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(

                         eutra_CellA,

                         tsc_RRC_TI_Def,

                         cr_EstablishmentCause_mt_Access,

                         cr_NAS_Indication(

                            tsc_SHT_IntegrityProtected,

                            cr_508_EXT_SERVICE_REQUEST(v_SecurityParams.KSIasme,

                               tsc_EST_CsFallback_MT,

                               bit2oct(v_Guti2_Params.M_TMSI))

                                          ));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");

    //  The SS transmits SERVICE REJECT with cause #39

    //          'CS domain temporarily not available' with T3442 = 5s and the SS waits 5 sec.

    //@siclog "Step 14" siclog@

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

               cs_TimingInfo_Now,

               cs_NAS_Request ( tsc_SHT_NoSecurityProtection,

                                cds_SERVICE_REJECT_withT3442 (

                                  tsc_Cause_CSDomainNotTemporarilyAvailable,  //#39 'CS domain temporarily not available'

                                  cs_GprsTimer_92121_v('000'B, '00101'B) )))); // See TS 24.008 clause 10.5.7.4

    //@siclog "Step 15 Void." siclog@

    //Anite change

    t_Wait.start(f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 5.0));

    alt { 

           [] t_Wait.timeout {

              f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");

           }

        }

---

---

}

After:
  function fl_TC_9_2_1_2_1_Body() runs on EUTRA_PTC

  {

---

---

   // The SS transmits a paging on cell A with S-TMSI in GUTI-2 for CS domain.

   //@siclog "Step 12" siclog@

   if (pc_CS_SMS_only) {

     f_EUTRA_UE_Page(eutra_CellA,

                      cs_DomainNasPaging_OneRecord(

                                             cs_PagingUE_Identity_S_TMSI(v_Guti2_Params.MME_Code,

                                                                         v_Guti2_Params.M_TMSI),

                                             cs));

    v_SecurityParams := f_EUTRA_Security_Get();

    // Check: Does the UE send EXTENDED SERVICE REQUEST message?

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(

                         eutra_CellA,

                         tsc_RRC_TI_Def,

                         cr_EstablishmentCause_mt_Access,

                         cr_NAS_Indication(

                            tsc_SHT_IntegrityProtected,

                            cr_508_EXT_SERVICE_REQUEST(v_SecurityParams.KSIasme,

                               tsc_EST_CsFallback_MT,

                               bit2oct(v_Guti2_Params.M_TMSI))

                                          ));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");

    //  The SS transmits SERVICE REJECT with cause #39

    //          'CS domain temporarily not available' with T3442 = 5s and the SS waits 5 sec.

    //@siclog "Step 14" siclog@

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

               cs_TimingInfo_Now,

               cs_NAS_Request ( tsc_SHT_NoSecurityProtection,

                                cds_SERVICE_REJECT_withT3442 (

                                  tsc_Cause_CSDomainNotTemporarilyAvailable,  //#39 'CS domain temporarily not available'

                                  cs_GprsTimer_92121_v('000'B, '00101'B) )))); // See TS 24.008 clause 10.5.7.4

    }
    //@siclog "Step 15 Void." siclog@

    //Anite change

    t_Wait.start(f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 5.0));

    alt { 

           [] t_Wait.timeout {

              f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");

           }

        }

---

---

}
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