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	1) According to 36523-1-930_s09-sAnnexes at Step 10 SS should be configured to not response to any PRACH preambles.  

As long as UE does not have any UL grant assigned and can not receives any PRACH response, TTCN shoul not expect RRC Connection Reconfiguration Complete message at Step 10.

2) RRC Connection Reconfiguration message is sent in AM mode thus SS will retransmit this message until RLC ACK is received from UE.

As long as UE does not have any UL grant assigned and can not receives any PRACH response, SS should assigned One UL Grant to allow UE sends RLC ACK.

Delay is added to ensure that RRC Connection Reconfiguration message with two NAS messages is generated and received by UE.
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Corrections required for test case 9.2.1.1.24
Change 1

	Testcase name
	9.2.1.1.24

	Reason for change
	According to 36523-1-930_s09-sAnnexes at Step 10 SS should be configured to not response to any PRACH preambles.  

As long as UE does not have any UL grant assigned and can not receives any PRACH response, TTCN shoul not expect RRC Connection Reconfiguration Complete message at Step 10.



	Summary of change
	Add functions f_EUTRA_SS_ConfigRachProcedure and f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams_921124

	Source of change
	NAS_Attach_EOnly.ttcn, EUTRA_NASSteps.ttcn


Before change:

	f_EUTRA_SS_ConfigRachPreambleIndMode (eutra_CellB, tsc_L1Mac_IndicationMode_Disable);

    f_EUTRA_StopULGrantTransmission_PUCCH_Sync ( eutra_CellB, cs_TimingInfo_Now );

    //@siclog "Step 11" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(eutra_CellB,

                                                                  v_EpsBearerId,

                                                                  tsc_RRC_TI_Def,

                                                                  v_EPS_TI,

                                                                  v_AttachType,

                                                                  f_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams1), // GUTI1

                                                                  cs_TrackingAreaIdListDef_lv,

                                                                  v_LAI,

                                                                  v_MSId,

                                                                  omit,

                                                                  v_APN,

                                                                  f_GetDefPCOforPCSCFAddress (v_Pco), // @sic R5-104703 sic@

                                                                  v_NAS_Ind.Pdu.Msg.aTTACH_REQUEST.addUpdateType);


After change :

	    f_EUTRA_SS_ConfigRachPreambleIndMode (eutra_CellB, tsc_L1Mac_IndicationMode_Disable);

   f_EUTRA_StopULGrantTransmission_PUCCH_Sync ( eutra_CellB, cs_TimingInfo_Now );

  f_EUTRA_SS_ConfigRachProcedure( eutra_CellB,    

                                    omit,

                                    cs_RachProcedureConfig_NoResponse(

                                      f_EUTRA_CellInfo_GetDL_ChBandwidth ( eutra_CellB ) ) );
       //@siclog "Step 11" siclog@

    // SS responds with ATTACH ACCEPT message including a valid TAI list. The

    // ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in

    // ATTACH ACCEPT message. GUTI-1 is allocated

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams_921124(eutra_CellB,

                                                                  v_EpsBearerId,

                                                                  tsc_RRC_TI_Def,

                                                                  v_EPS_TI,

                                                                  v_AttachType,

                                                                  f_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams1), // GUTI1

                                                                  cs_TrackingAreaIdListDef_lv,

                                                                  v_LAI,

                                                                  v_MSId,

                                                                  omit,

                                                                  v_APN,

                                                                  f_GetDefPCOforPCSCFAddress (v_Pco), // @sic R5-104703 sic@

                                                                  v_NAS_Ind.Pdu.Msg.aTTACH_REQUEST.addUpdateType);


EUTRA_NASSteps.ttcn :

	      function f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams_921124(CellId_Type p_CellId,

                                                                         HalfOctet_Type p_EpsBearerId,

                                                                         RRC_TransactionIdentifier p_RRC_TI,

                                                                         ProcedureTransactionIdentifier p_EPS_TI,

                                                                         NAS_AttDetValue_Type p_EpsAttachResultValue,

                                                                         template (omit) PDN_Address p_PDN_Address,

                                                                         template (omit) MobileIdentity p_Guti,

                                                                         template (value) TrackingAreaIdList p_TaiList,

                                                                         template (omit) LocAreaId p_LAI,

                                                                         template (omit) MobileIdentity p_MSId,

                                                                         template (omit) ESM_Cause p_Cause,  // @sic R5-104703 sic@

                                                                         template (omit) AccessPointName p_APN,

                                                                         template (omit) ProtocolConfigOptions p_Pco, // @sic R5-104703 sic@ Default value is PPP

                                                                         AdditionalUpdateType p_RcvdAddUpdateType,

                                                                         template (value) GPRS_Timer p_T3412 := cs_GprsTimer_Deact, // R5s100780

                                                                         template (omit) GPRS_Timer p_T3402 := omit, // R5s100780

                                                                         template (omit) GPRS_Timer p_T3423 := omit, // R5s100780

                                                                         template (omit) PLMN_List p_EquivalentPlmnList := omit, // R5s100780

                                                                         template (omit) EmergNumList p_EmergNumList := omit, // R5s100780

                                                                         template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := cs_EPS_NwkFtSup_IMSVoice) // R5s100780

    runs on EUTRA_PTC 

  { /* RRC connection reconfiguration acc. to 36.331 cl. 5.3.5 */

    var template (value) NAS_MSG_Request_Type v_NAS_MSG_Request;

    var template (value) AccessPointName v_APN;

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info ( p_CellId );

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_CellId);

    if (isvalue(p_APN)) {

      v_APN := valueof(p_APN);

    } else {

      v_APN := cs_AccessPointName (px_AccessPointName);

    }

    v_NAS_MSG_Request := cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cs_ATTACH_ACCEPT_Common (p_EpsAttachResultValue,

                                                                                p_T3412,

                                                                                p_TaiList,

                                                                                p_Guti,

                                                                                p_LAI,

                                                                                p_MSId,

                                                                                omit, // @sic R5-104703 sic@

                                                                                p_T3402,

                                                                                p_T3423,

                                                                                p_EquivalentPlmnList,

                                                                                p_EmergNumList,

                                                                                p_NtwkFeatSupport,  // @sic R5-103674 sic@

                                                                                f_GetAdditionalUpdateResult(p_RcvdAddUpdateType)),  // @sic R5-103681 sic@

                                                        cs_508_ActivateDefEpsBearerContextRequest(p_EpsBearerId,

                                                                                                  p_EPS_TI,

                                                                                                  v_APN,

                                                                                                  p_PDN_Address,

                                                                                                  omit,

                                                                                                  p_Cause, // @sic R5-104703 sic@

                                                                                                  p_Pco));

SRB.send(cas_SRB1_RrcNasPdu_REQ ( p_CellId,

                                      cs_TimingInfo_Now, //cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                      cs_RRCConnectionReconfiguration_SRB2_1AM_DRB_Est(p_RRC_TI,

                                                                                       v_EUTRA_FDD_TDD_CellInfo.cqi_ReportConfig,

                                                                                       v_EUTRA_FDD_TDD_CellInfo.soundingRS_UL_Config,

                                                                                       v_AntennaInfo

                                                                                       ),

                                      v_NAS_MSG_Request));

  };




Change 2

	Testcase name
	9.2.1.1.24

	Reason for change
	RRC Connection Reconfiguration message is sent in AM mode thus SS will retransmit this message until RLC ACK is received from UE.

As long as UE does not have any UL grant assigned and can not receives any PRACH response, SS should assigned One UL Grant to allow UE sends RLC ACK.

Delay is added to ensure that RRC Connection Reconfiguration message with two NAS messages is generated and received by UE.

	Summary of change
	Add functions f_Delay and f_EUTRA_OneULGrantTransmission

	Source of change
	NAS_Attach_EOnly.ttcn


Before change:

	//@siclog "Step 12" siclog@

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE, cs_TimingInfo_Now );

    //@siclog "Step 13" siclog@

    // UE transmits RRCConnectionReestablishmentRequest message on Cell A @sic R5-102202 @sic

    SRB.receive( car_SRB0_RrcPdu_IND( eutra_CellA,

                                      cr_508_RRCConnectionReestablishmentRequest (?,

                                                                                  f_EUTRA_CellInfo_GetPhyCellId ( eutra_CellB ),

                                                                                  cr_ReestablishmentCause_Any)));


After change :

	    f_Delay(0.06);

    f_EUTRA_OneULGrantTransmission( eutra_CellB, cs_TimingInfo_Now, 1, 2);
    //@siclog "Step 12" siclog@

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE, cs_TimingInfo_Now );

    //@siclog "Step 13" siclog@

    // UE transmits RRCConnectionReestablishmentRequest message on Cell A @sic R5-102202 @sic

    SRB.receive( car_SRB0_RrcPdu_IND( eutra_CellA,

                                      cr_508_RRCConnectionReestablishmentRequest (?,

                                                                                  f_EUTRA_CellInfo_GetPhyCellId ( eutra_CellB ),

                                                                                  cr_ReestablishmentCause_Any)));
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