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Change 1

	Testcase name
	fl_TC_9_2_1_1_1a_Body()

	Reason for change
	SS is using the attach type in detach request but if UE is attached with combined attach then the detach type is going in detach request is incorrect.

	Summary of change
	SS should expect the detach type in detach request.

	Source of change
	NAS_Attach_EOnly.ttcn

	MCC 160
	Accepted


Before:

	  function fl_TC_9_2_1_1_1a_Body() runs on EUTRA_PTC

  {
---

---

    //@siclog "Step 15" siclog@

    //Check: does the UE send DETACH on cell I?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                          f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellA),

                                                                                          cr_DetachType( '1'B, v_AttachType))));    f_EUTRA_RRC_ConnectionRelease(eutra_CellI, tsc_RRC_TI_Def, other); // @sic R5s100545 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 15");
---

---

}


After:

	  function fl_TC_9_2_1_1_1a_Body() runs on EUTRA_PTC

  {
---

---

    var NAS_AttDetValue_Type v_EDetachType :=f_GetEDetachType();
---

---

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_MoSignalling,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                          f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellA),

                                                                                          cr_DetachType( '1'B, v_EDetachType))));
---

---

}


Change 2
	Testcase name
	fl_TC_9_2_2_1_1_Body ()

	Reason for change
	SS is using the attach type in detach request but if UE is attached with combined attach then the detach type is going in detach request is incorrect.

	Summary of change
	SS should expect the detach type in detach request.

	Source of change
	NAS_Attach_EOnly.ttcn

	MCC 160
	Accepted


Before:

	function fl_TC_9_2_2_1_1_Body() runs on EUTRA_PTC

{

---
---
  //@siclog "Step 2" siclog@

  v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                             tsc_RRC_TI_Def,

                                             cr_EstablishmentCause_MoSignalling,

                                             cr_NAS_Indication(tsc_SHT_IntegrityProtected, // @sic R5s090312 sic@

                                                               cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                        f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                        cr_DetachType( '1'B, v_EAttachType)))); // R5-103675

  f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

---
---
} // function tc_9_2_2_1_1_EUTRA


After:

	function fl_TC_9_2_2_1_1_Body() runs on EUTRA_PTC

{

---
---
  var NAS_AttDetValue_Type v_EDetachType := f_GetEDetachType( );
---
---
  //@siclog "Step 2" siclog@

  v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                             tsc_RRC_TI_Def,

                                             cr_EstablishmentCause_MoSignalling,

                                             cr_NAS_Indication(tsc_SHT_IntegrityProtected, // @sic R5s090312 sic@

                                                               cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                        f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                        cr_DetachType( '1'B, v_EDetachType)))); // R5-103675

  f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

---
---
} // function tc_9_2_2_1_1_EUTRA


Change 3
	Testcase name
	fl_TC_9_3_1_16_Body

	Reason for change
	SS is using the attach type in detach request but if UE is attached with combined attach then the detach type is going in detach request is incorrect.

	Summary of change
	SS should expect the detach type in detach request.

	Source of change
	NAS_ServiceRequest_EOnly.ttcn

	MCC 160
	Accepted; Changed variable name to v_EDetachType


Before:

	function fl_TC_9_3_1_16_Body() runs on EUTRA_PTC

{
  var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

  var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

  var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType();
---

---

}


After:

	function fl_TC_9_3_1_16_Body() runs on EUTRA_PTC

{
  var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

  var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

  var NAS_AttDetValue_Type v_AttachType :=f_GetEDetachType(); 

---

---

}
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