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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of RRC test case 8.1.2.2 which are part of the LTE test suite.

The test case can be demonstrated to run with one LTE UE (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Cases:
tc_8_1_2_2
Test Group:
RRC
ATS Version:
iwd-EUTRA-TVB2009-12_D10wk49
System Simulator used:
Anite Conformance Toolset
UE(s) used:                       LG L2000, Huawei Polaris.
Verification Status:
PASS
4 Corrections required for test case 8.1.2.2
4.1 Introduction

This section describes the changes required to make test case 8.1.2.2 run correctly with a LTE UE. The TTCN used to pass this test case belongs to iwd-EUTRA-TVB2009-03_D10wk49 release.

4.2 Change 1

	Testcase name
	8.1.2.2

	Protocol
	RRC

	Function Name
	f_TC_8_1_2_2_EUTRA()

	Reason for change
	1. At Step 2 Establishment cause should be of mt_Access as at step1C SS sends a Paging to UE.

	Summary of change
	1. At step2 replaced cr_EstablishmentCause_MoData with cr_EstablishmentCause_mt_Access in templeate cr_RRCConnectionRequest

	Source of change
	File : RRC_ConnEst.ttcn

	MCC 160
	Agreed.


Before:
	function f_TC_8_1_2_2_EUTRA()

      runs on EUTRA_PTC {

  /* RRC Connection Establishment in RRC Idle state: Reject with wait time */

     …………………………………………………………………. 

     ………………………………………………………………….
    //@siclog "Step 1C" siclog@

    //The SS transmits a Paging message with a matching UE identity.

    f_EUTRA_UE_Page ( eutra_Cell1,

                      cs_NasPaging_OneRecord ( cs_PagingUE_Identity_S_TMSI ( v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI ) ) );

    //@siclog "Step 2" siclog@

    //Step 2: The UE transmit an RRCConnectionRequest message.

    SRB.receive( car_SRB0_RrcPdu_IND( eutra_Cell1,

                                      cr_RRCConnectionRequest (cr_EstablishmentCause_MoData ) ) );

    //@siclog "Step 3" siclog@

    //Step 3: The SS responds with RRCConnectionReject message with IE waitTime set to 10s.

    SRB.send ( cas_SRB0_RrcPdu_REQ ( eutra_Cell1,

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReject ) );

     …………………………………………………………..
     …………………………………………………………..
  }


After:
	function f_TC_8_1_2_2_EUTRA()

      runs on EUTRA_PTC {

  /* RRC Connection Establishment in RRC Idle state: Reject with wait time */

     …………………………………………………………………. 

     ………………………………………………………………….
    //@siclog "Step 1C" siclog@

    //The SS transmits a Paging message with a matching UE identity.

    f_EUTRA_UE_Page ( eutra_Cell1,

                      cs_NasPaging_OneRecord ( cs_PagingUE_Identity_S_TMSI ( v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI ) ) );

    //@siclog "Step 2" siclog@

    //Step 2: The UE transmit an RRCConnectionRequest message.

    SRB.receive( car_SRB0_RrcPdu_IND( eutra_Cell1,

                                      cr_RRCConnectionRequest (cr_EstablishmentCause_mt_Access) ) );

    //@siclog "Step 3" siclog@

    //Step 3: The SS responds with RRCConnectionReject message with IE waitTime set to 10s.

    SRB.send ( cas_SRB0_RrcPdu_REQ ( eutra_Cell1,

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReject ) );

     …………………………………………………………..

     …………………………………………………………..
  }


5 Execution Log Files

5.1 LG L2000 UE 
The LG L2000 UE passed this test case on the Anite Conformance Toolset solution. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log files tc_8_1_2_2_LG-log.html:

In the log files (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log files.

5.2 Huawei Polaris UE 

The Huawei Polaris UE passed this test case on the Anite Conformance Toolset solution with USIM. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log files tc_8_1_2_2_Huawei-log.html:

In the log files (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log files.

6 References

	[1]
	R5s100828: This archive comprises html format execution log file.
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