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1.1 Change 1

	Testcase name
	9.2.3.2.11

	Reason for change
	Guard timer not sufficient.
Note: As test case 9.2.1.2.9 is similar to 9.2.3.2.11, hence similar change can be done for 9.2.1.2.9.

	Summary of change
	Guard timer increased from 360s to 600s 900 s

	Source of change
	LTE_EPS_TS_Testcases_11Wk27.ttcn

	MCC160 Comment
	Accepted


Before:

	    testcase TC_9_2_3_2_11() runs on MTC system SYSTEM {

    // @purpose

    //   Combined tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := UTRAN_PTC.create alive;

    var GERAN_PTC   v_GERAN     := GERAN_PTC.create alive;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(360);
...

...

...

   f_MTC_MainLoop(t_GuardTimer);

  }




After:
	      testcase TC_9_2_3_2_11() runs on MTC system SYSTEM {

    // @purpose

    //   Combined tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := UTRAN_PTC.create alive;

    var GERAN_PTC   v_GERAN     := GERAN_PTC.create alive;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(900);
...

...

...

   f_MTC_MainLoop(t_GuardTimer);

  }




1.2 Change 2

	Testcase name
	9.2.1.1.13

	Reason for change
	Guard timer not sufficient.

	Summary of change
	Guard timer increased from 900s to1200s

	Source of change
	LTE_EPS_TS_Testcases_11Wk27.ttcn

	MCC160 Comment
	Accepted


Before:

	  testcase TC_9_2_1_1_13() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / rejected / PLMN not allowed

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(900);
...

...

...

   f_MTC_MainLoop(t_GuardTimer);

  }




After:
	  testcase TC_9_2_1_1_13() runs on MTC system SYSTEM {

    // @purpose

    //   Attach / rejected / PLMN not allowed

    var EUTRA_PTC   v_EUTRA     := EUTRA_PTC.create alive;

    var UTRAN_PTC   v_UTRAN     := null;

    var GERAN_PTC   v_GERAN     := null;

    var CDMA2000_PTC v_CDMA2000  := null;

    timer t_GuardTimer := int2float(1500);
...

...

...

   f_MTC_MainLoop(t_GuardTimer);

  }
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