
Additional Changes for testcase 9_2_1_2_1b
Change 1 – fl_EUTRA_9_2_1_2_1b_Body()
	Function name
	fl_EUTRA_9_2_1_2_1b_Body()

	Reason for change
	According to Step 11b2 and 11b3 the S-TMSI in GUTI 2 should be used in the paging message.
Guti 2 information should be provided in the Attach Accept 

	Summary of change
	Updated Attach accept message to use Guti 2 parameter information and also stored the value in else statement ( step 11b1 .. step 11b4)
After Step 11b4 RRC connection Release procedure is not required as the UE is already in idle state.



	TTCN module
	/9_2/NAS_Attach_UG.ttcn

	MCC160 Comment
	


Before:

	  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC
  ...
  f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS (eutra_CellA,
                                                      v_RRC_TI,
                                                      cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                                     cs_ATTACH_ACCEPT_Common (tsc_EAttachType_Combined,
                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_deact, tsc_Spare5),
                                                                                                              cs_TrackingAreaIdListDef_lv,
                                                                                                              f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti1_Params),
                                                                                                              v_LAI_1,
                                                                                                              v_MSId,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              cs_EPS_NwkFtSup_IMSVoiceNotSupport,
                                                                                                              cs_AdditionalUpdateResult_SMSOnly),
                                                                                     cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,
                                                                                                                               v_EPS_TI,
                                                                                                                               v_APN,
                                                                                                                               f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),
                                                                                                                               -,
                                                                                                                               f_GetDefPCOforPCSCFAddress (v_Pco))));
    //@siclog "Step 9" siclog@
...
if (pc_voice_centric) {
      //@siclog "Step 11a1" siclog@
      // IF CS/PS mode 1 of operation is configured on the UE THEN set the cell type of cell A
      // to the "Serving cell" and set the cell type of cell 5 or cell 24 to the "Suitable neighbour cell"
      f_EUTRA_SetCellPower( eutra_CellA, tsc_ServingCellRS_EPRE );
      //@siclog "Step 11a2 - 11a6" siclog@
      f_EUTRA_SendTriggerToOtherRAT (true);  //  @sic R5-112638 sic@
    }
    else {
      //@siclog "Step 11b1" siclog@
      //ELSE no change cell configuration
      //@siclog "Step 11b2" siclog@
      //Check: Does the UE respond to paging on cell A with S-TMSI in GUTI-2 for PS domain?
      //(Generic Procedure TS36.508 6.4.2.4)
      f_EPS_508Check_NAS_Paging(eutra_CellA, ps);
      //@siclog "Step 11b3" siclog@
      // The SS transmits a paging on cellA with S-TMSI in GUTI-2 for CS domain.
      f_EUTRA_UE_Page(eutra_CellA,
                      cs_DomainNasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_Guti2_Params.MME_Code,
                                                                               v_Guti2_Params.M_TMSI),
                                                   cs));
      //@siclog "Step 11b4" siclog@
      // Check: Does the UE send EXTENDED SERVICE REQUEST message? (F, 4)
      v_TimerValue := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nonProtocolTimer, 5.0 );
      if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellA, v_TimerValue)) {
        // even though prose says EXTENDED SERVICE REQUEST, as soon as UE sends RRC ConnReq, we know something is wrong
        f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11b4");
      }
    }
    //@siclog "Step 12" siclog@
    // The SS releases the RRC connection
    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);
    // send trigger to other RAT as test now finished
    f_EUTRA_SendTriggerToOtherRAT (); // @sic R5-112638 sic@
  }// end function fl_EUTRA_9_2_1_2_1b_Body
  


After:

	function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC
  {
   ...
    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS (eutra_CellA,
                                                      v_RRC_TI,
                                                      cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                                     cs_ATTACH_ACCEPT_Common (tsc_EAttachType_Combined,
                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_deact, tsc_Spare5),
                                                                                                              cs_TrackingAreaIdListDef_lv,
                                                                                                                                                                                                                            f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params), Guti2 params should be register so that UE respond to PS paging.
                                                                                                              v_LAI_1,
                                                                                                              v_MSId,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              omit,
                                                                                                              cs_EPS_NwkFtSup_IMSVoiceNotSupport,
                                                                                                              cs_AdditionalUpdateResult_SMSOnly),
                                                                                     cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,
                                                                                                                               v_EPS_TI,
                                                                                                                               v_APN,
                                                                                                                               f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),
                                                                                                                               -,
                                                                                                                               f_GetDefPCOforPCSCFAddress (v_Pco))));
    ...
    if (pc_voice_centric) {
      //@siclog "Step 11a1" siclog@
      // IF CS/PS mode 1 of operation is configured on the UE THEN set the cell type of cell A
      // to the "Serving cell" and set the cell type of cell 5 or cell 24 to the "Suitable neighbour cell"
      f_EUTRA_SetCellPower( eutra_CellA, tsc_ServingCellRS_EPRE );
      //@siclog "Step 11a2 - 11a6" siclog@
      f_EUTRA_SendTriggerToOtherRAT (true);  //  @sic R5-112638 sic@
    }
    else {
      f_EUTRA_CellInfo_SetGuti(eutra_CellA, v_Guti2_Params);
//Guti2 parameters stored on Cell configuration. Otherwise "f_EPS_508Check_NAS_Paging" uses Guti1 by default. 
      //@siclog "Step 11b1" siclog@
      //ELSE no change cell configuration
      //@siclog "Step 11b2" siclog@
      //Check: Does the UE respond to paging on cell A with S-TMSI in GUTI-2 for PS domain?
      //(Generic Procedure TS36.508 6.4.2.4)
      f_EPS_508Check_NAS_Paging(eutra_CellA, ps);
      //@siclog "Step 11b3" siclog@
      // The SS transmits a paging on cellA with S-TMSI in GUTI-2 for CS domain.
      f_EUTRA_UE_Page(eutra_CellA,
                      cs_DomainNasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_Guti2_Params.MME_Code,
                                                                               v_Guti2_Params.M_TMSI),
                                                   cs));
      //@siclog "Step 11b4" siclog@
      // Check: Does the UE send EXTENDED SERVICE REQUEST message? (F, 4)
      v_TimerValue := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nonProtocolTimer, 5.0 );
      if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellA, v_TimerValue)) {
        // even though prose says EXTENDED SERVICE REQUEST, as soon as UE sends RRC ConnReq, we know something is wrong
        f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11b4");
      }
    }
    //@siclog "Step 12" siclog@
    // The SS releases the RRC connection
    // f_EUTRA_RRC_ConnectionRelease(eutra_CellA);   
    // UE is in Idle already.    
    // send trigger to other RAT as test now finished
    f_EUTRA_SendTriggerToOtherRAT (); // @sic R5-112638 sic@
  }// end function fl_EUTRA_9_2_1_2_1b_Body

	


