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	Reason for change:
(

	In the current TTCN implementation the Tracking Area Code for cell 4 is set to TAC of cell 14 instead of cell 4 .tsc_IdleMode_TAC_Cell14 is used instead of  tsc_IdleMode_TAC_Cell4 .

	
	

	Summary of change:
(

	Change the parameter in calling of function  f_EUTRA_CellInfo_SetTAC
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	Testcase implementation will result in failure of the testcase
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Change 1

	Testcase name
	6.1.1.1b

	Reason for change
	In the current TTCN implementation the Tracking Area Code for cell 4 is set to TAC of cell 14 instead of cell 4 .tsc_IdleMode_TAC_Cell14 is used instead of  tsc_IdleMode_TAC_Cell4 .

	Summary of change
	Change the parameter in calling of function  f_EUTRA_CellInfo_SetTAC

	Source of change
	\6_1\Idle_PLMNSelection.ttcn

	MCC160
	Accepted


Before change:

	function f_TC_6_1_1_1b_EUTRA ( ) runs on EUTRA_PTC

  {

    var float v_WaitTime := 720.0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := {

      cs_CellPower ( eutra_Cell1, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell2, -75 ),

      cs_CellPower ( eutra_Cell4, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell11, tsc_NonSuitableOffCellRS_EPRE )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T1toT2 := {

      cs_CellPower ( eutra_Cell1, -75 ),

      cs_CellPower ( eutra_Cell2, tsc_ServingCellRS_EPRE )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T2toT3 := {

      cs_CellPower ( eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE ),

      cs_CellPower ( eutra_Cell4, -75 )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T3toT4 := {

      cs_CellPower ( eutra_Cell4, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell11, -75 )

    };

    timer t_HpPlmn_lower;

    timer t_HpPlmn_upper;

    timer t_IdleMode_GenericTimer := tsc_IdleMode_GenericTimer;

    //Initialise all cell, security and mobile parameters

    f_EUTRA_Init(c1); //SIB2 & SIB3 are transmitted

    //Set Sys info and cell info for cell 2, 4 & 11 to be used @ creation

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell2, cs_HPLMN_001_11 );  //PLMN1

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell4, cs_HPLMN_001_21 );  //PLMN2

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell11, cs_HPLMN_001_31 );  //PLMN3

    //Set TAC for Cell1, Cell2, Cell4 & Cell11

    //TAC for Cell1 is set to 1 in f_EUTRA_Init

    f_EUTRA_CellInfo_SetTAC ( eutra_Cell2, tsc_IdleMode_TAC_Cell2 );

    f_EUTRA_CellInfo_SetTAC ( eutra_Cell4, tsc_IdleMode_TAC_Cell14 );
    f_EUTRA_CellInfo_SetTAC ( eutra_Cell11, tsc_IdleMode_TAC_Cell11 );


After change :

	function f_TC_6_1_1_1b_EUTRA ( ) runs on EUTRA_PTC

  {

    var float v_WaitTime := 720.0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := {

      cs_CellPower ( eutra_Cell1, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell2, -75 ),

      cs_CellPower ( eutra_Cell4, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell11, tsc_NonSuitableOffCellRS_EPRE )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T1toT2 := {

      cs_CellPower ( eutra_Cell1, -75 ),

      cs_CellPower ( eutra_Cell2, tsc_ServingCellRS_EPRE )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T2toT3 := {

      cs_CellPower ( eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE ),

      cs_CellPower ( eutra_Cell4, -75 )

    };

    var template (value) CellPowerList_Type v_CellPowerList_T3toT4 := {

      cs_CellPower ( eutra_Cell4, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_Cell11, -75 )

    };

    timer t_HpPlmn_lower;

    timer t_HpPlmn_upper;

    timer t_IdleMode_GenericTimer := tsc_IdleMode_GenericTimer;

    //Initialise all cell, security and mobile parameters

    f_EUTRA_Init(c1); //SIB2 & SIB3 are transmitted

    //Set Sys info and cell info for cell 2, 4 & 11 to be used @ creation

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell2, cs_HPLMN_001_11 );  //PLMN1

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell4, cs_HPLMN_001_21 );  //PLMN2

    f_EUTRA_CellInfo_SetPLMN_1Entry ( eutra_Cell11, cs_HPLMN_001_31 );  //PLMN3

    //Set TAC for Cell1, Cell2, Cell4 & Cell11

    //TAC for Cell1 is set to 1 in f_EUTRA_Init

    f_EUTRA_CellInfo_SetTAC ( eutra_Cell2, tsc_IdleMode_TAC_Cell2 );

    f_EUTRA_CellInfo_SetTAC ( eutra_Cell4, tsc_IdleMode_TAC_Cell4 ); //Anritsu TTCN CR
    f_EUTRA_CellInfo_SetTAC ( eutra_Cell11, tsc_IdleMode_TAC_Cell11 );
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