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Corrections required for test case 9.2.3.2.1a
Change 1

	Testcase name
	9.2.3.2.1a

	Reason for change
	The R5-130762 changed the location area code of UTRAN cells, this has to be reflected in templates for Tracking area update request in steps 16 and 28 when checking for oldLAI element.



	Summary of change
	The “Lac” variables in LTE part were modified according to changes introduced by R5-130762 in UTRAN part and oldLAI element was corrected in step 28 to reflect change of LAC in UTRAN cells



	Source of change
	9_2\NAS_TrackingArea_UG.ttcn


Before change:

	function fl_TC_9_2_3_2_1a_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_PlmnId v_PLMN_B := f_Asn2Nas_PlmnId(v_Guti2_Params.PLMN_Identity);

    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var NAS_Lac v_Lac2 := '0002'O;

    var NAS_Tac v_TAC1  := '0001'O;

    var NAS_Tac v_TAC2  := '0002'O;

    var template (value) LocAreaId v_LAI_1 := cs_LAI('13'O, v_PLMN, v_Lac1);

    var template (value) LocAreaId v_LAI_2 := cs_LAI('13'O, v_PLMN, v_Lac2);

…

   //@siclog "Step 28 and 29" siclog@

    // The UE performs Cell Reselection from Cell 5(UTRAN cell) to Cell B(E-UTRAN cell)

    // Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with

    //          Last visited registered TAI set to TAI-1?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_RequestOldGutiAdditionalGutiOldPtmsiSigLaiTmsiStatus(tsc_EpsUpdate_Combined_IMSIAttach, // @sic R5s110594 sic@

                                                                                                                              f_EUTRA_SecurityKSIasme_Get(),

                                                                                                                              cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                                              v_AdditionalUpdateType,

                                                                                                                              cs_MobileIdentityGuti(omit, v_OldGUTI), // @sic R5s110777 sic@

                                                                                                                              f_GutiParameters2MobileIdentity('50'O, v_Guti1_Params), // @sic R5s110777 sic@

                                                                                                                              v_LAI_1,
                                                                                                                              cr_TAI(v_PLMN, v_TAC1),

                                                                                                                              omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 29");
     


After change :

	    function fl_TC_9_2_3_2_1a_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_PlmnId v_PLMN_B := f_Asn2Nas_PlmnId(v_Guti2_Params.PLMN_Identity);
    var NAS_Lac v_Lac1 := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var NAS_Lac v_Lac2 := '0004'O; //Anritsu SKPP - LAC of cell7

    var NAS_Lac v_Lac3 := '0003'O; //Anritsu SKPP - LAC of cell5

    var NAS_Tac v_TAC1  := '0001'O;

    var NAS_Tac v_TAC2  := '0002'O;

    var template (value) LocAreaId v_LAI_1 := cs_LAI('13'O, v_PLMN, v_Lac1);

    var template (value) LocAreaId v_LAI_2 := cs_LAI('13'O, v_PLMN, v_Lac2);

    var template (value) LocAreaId v_LAI_3 := cs_LAI('13'O, v_PLMN, v_Lac3);
…

   //@siclog "Step 28 and 29" siclog@

    // The UE performs Cell Reselection from Cell 5(UTRAN cell) to Cell B(E-UTRAN cell)

    // Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with

    //          Last visited registered TAI set to TAI-1?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_RequestOldGutiAdditionalGutiOldPtmsiSigLaiTmsiStatus(tsc_EpsUpdate_Combined_IMSIAttach, // @sic R5s110594 sic@

                                                                                                                              f_EUTRA_SecurityKSIasme_Get(),

                                                                                                                              cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                                              v_AdditionalUpdateType,

                                                                                                                              cs_MobileIdentityGuti(omit, v_OldGUTI), // @sic R5s110777 sic@

                                                                                                                              f_GutiParameters2MobileIdentity('50'O, v_Guti1_Params), // @sic R5s110777 sic@

                                                                                                                              v_LAI_3,
                                                                                                                              cr_TAI(v_PLMN, v_TAC1),

                                                                                                                              omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 29");
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