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Table A.4.4-2: Definition of UE implementation capabilities

	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support EPS attach (with or without pre-configuration)
	24.301

(Note)
	Rel-8
	pc_attach
	UE supports to be configured to initiate EPS attach or will always initiate EPS attach.

(pc_PS_voice_centric OR pc_PS_data_centric) shall set this PICS to true.

	2
	Support combined EPS/IMSI attach (with or without pre-configuration)
	24.301
	Rel-8
	pc_combined_attach
	UE supports to be configured to initiate combined EPS/IMSI attach or will always initiate combined EPS/IMSI attach.

Implication:

((pc_UTRA OR pc_GERAN) AND pc_CS) OR pc_CS_fallback OR pc_SMS_SGs OR pc_IMSI_detach OR pc_CS_Em_Call_in_UTRA OR pc_CS_Em_Call_in_GERAN OR pc_CS_PS_voice_centric OR pc_CS_PS_data_centric
shall set this PICS to true.

	3
	Void
	
	
	
	

	4
	Support of  CS/PS mode 1
	24.301
	Rel-8
	pc_ CS_PS_voice_centric
	UE supports to be configured to consistently behave as a CS/PS Voice centric UE

	5
	Support of CS/PS mode 2
	24.301
	Rel-8
	pc_ CS_PS_data_centric
	UE supports to be configured to consistently behave as a CS/PS Data centric UE.

	6
	Requiring UMI proceeding to paging response
	23.272
	Rel-8
	pc_UMI_ProcNeeded_DuringCSFB
	UE requires UMI prior to paging response while CSFB to UTRA

	7
	Support of  PS mode 1
	24.301
	Rel-8
	pc_PS_voice_centric
	UE supports to be configured to consistently behave as a PS Voice centric UE

	8
	Support of PS mode 2
	24.301
	Rel-8
	pc_PS_data_centric
	UE supports to be configured to consistently behave as a PS Data centric UE.

	9
	IMS PS voice preferred, CS Voice as secondary
	24.301
	Rel-8
	pc_voice_PS_1_CS_2
	Configured voice domain preference.

	10
	Keeps EPS Bearer Context parameters after completion of the normal DETACH procedure
	24.301 cl. 5.5.2.2.2
	Rel-8
	pc_KeepEpsBearerParametersAfterNormalDetach
	If the UE supports this, then the next ATTACH after DETACH shall be done using AT command AT+CGATT=1.

Otherwise it shall be done using
AT+CGDCONT=1,”IP” followed by AT+CGACT=1

	Note:
A UE supporting UTRAN and/or GERAN which is configured to initiate EPS attach considers UTRAN and GERAN cell as candidates for cell selection and cell reselection according to TS 36.304. A UE configured to initiate EPS attach which has selected a UTRAN or GERAN cell may perform registration procedures to the PS and CS domains, or to the PS domain only or to the CS domain only.
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