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	Reason for change:
(

	The PIXIT used in the LTE suite should be px_eMaxNumberROHC_ContextSessions instead of px_MaxNumberROHC_ContextSessions.

As per the 3GPP spec 34.123-3, there are two similar PIXITs for checking the ROHC capabilities of a UE.px_eMaxNumberROHC_ContextSessions should be used instead of px_MaxNumberROHC_ContextSessions which is mentioned in Table B.1.17.3: E-UTRA audit capabilities PIXIT and Table B.1.17.1: UTRA audit capabilities PIXIT respectively.
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	PIXIT name changed to px_eMaxNumberROHC_ContextSessions from px_MaxNumberROHC_ContextSessions in LTE suite.
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1.1 Change 1

	Module Name
	module EUTRA_Parameters

	Reason for change
	The PIXIT used in the LTE suite should be px_eMaxNumberROHC_ContextSessions instead of px_MaxNumberROHC_ContextSessions.

As per the 3GPP spec 34.123-3, there are two similar PIXITs for checking the ROHC capabilities of a UE.px_eMaxNumberROHC_ContextSessions should be used instead of px_MaxNumberROHC_ContextSessions which is mentioned in Table B.1.17.3: E-UTRA audit capabilities PIXIT and Table B.1.17.1: UTRA audit capabilities PIXIT respectively.

	Summary of change
	PIXIT name changed to px_eMaxNumberROHC_ContextSessions from px_MaxNumberROHC_ContextSessions in LTE suite.

	Source of change
	EUTRA_Parameters.ttcn


Before:
	module EUTRA_Parameters {

  import from CommonDefs all;

  import from EUTRA_CommonDefs all;

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:1997" all;

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar MaxNumberROHC_ContextSessions_Type px_MaxNumberROHC_ContextSessions := cs16;

                                                                                        // @desc  Maximum number of ROHC context sessions

  modulepar B3_Type                     px_NAS_CipheringAlgorithm   := '001'B;          // @desc  NAS Ciphering Algorithm (eea1)

  modulepar B3_Type                     px_NAS_IntegrityProtAlgorithm := '001'B;        // @desc  NAS Integrity Algorithm (eia1)

  modulepar CipheringAlgorithm_Type     px_RRC_CipheringAlgorithm   := eea1;            // @desc  Ciphering Algorithm


After:
	module EUTRA_Parameters {

  import from CommonDefs all;

  import from EUTRA_CommonDefs all;

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:1997" all;

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar MaxNumberROHC_ContextSessions_Type px_eMaxNumberROHC_ContextSessions := cs16;

                                                                                        // @desc  Maximum number of ROHC context sessions

  modulepar B3_Type                     px_NAS_CipheringAlgorithm   := '001'B;          // @desc  NAS Ciphering Algorithm (eea1)

  modulepar B3_Type                     px_NAS_IntegrityProtAlgorithm := '001'B;        // @desc  NAS Integrity Algorithm (eia1)

  modulepar CipheringAlgorithm_Type     px_RRC_CipheringAlgorithm   := eea1;            // @desc  Ciphering Algorithm
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