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	Reason for change:
(

	Current TTCN implementation specifies if (not pc_SMS_SGs or pc_CS_Fallback) before steps 9 to 9e. This implies that a UE supporting neither SMS over SGS or CS Fallback should execute these steps and response to CS paging.


	
	

	Summary of change:
(

	Replace (not pc_SMS_SGs OR pc_CS_Fallback) with (not pc_SMS_SGs AND pc_CS_Fallback) before step 9
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not approved:
	Conformant UE not supporting either SMS over SGs or CS fallback will fail the test case.
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Change 1 – Corrections to function ‘fl_TC_9_2_2_2_2_Body()
	Function name
	fl_TC_9_2_2_2_2_Body()

	Reason for change
	Current TTCN implementation specifies if (not pc_SMS_SGs or pc_CS_Fallback) before steps 9 to 9e. This implies that a UE supporting neither SMS over SGS or CS Fallback should execute these steps and response to CS paging.

	Summary of change
	Replace not pc_SMS_SGs or pc_CS_Fallback with not pc_SMS_SGs and pc_CS_Fallback before step 9

	Source of change
	/9_2/NAS_Detach.ttcn

	MCC160 Comment
	According to 36.523-2 Table A.4.2.1.1-1 item 1 support of CS Fallback implies , pc_SMS_SGs is set to true (“If pc_CS_fallback is true, pc_SMS_SGs shall be set to true”). Consequently the condition proposed to be modified by this CR will can never be satisfied. Therefore steps 9 to 9E are removed. A prose CR is to be established.
The removed steps claim to test TP3. There is no TP3 defined in the test case. 


Before change:

	...

//EXCEPTION: Steps 9 to 9E take place only if NOT SMS Only

  if (not pc_SMS_SGs or pc_CS_Fallback) { // @sic R5s100813 R5-110793 R5-112105 R5-115715 sic@

    //@siclog "Step 9" siclog@

    //+   Check: Does the UE respond to paging on cell A with S-TMSI2 for CS domain?

    f_EUTRA_UE_Page(eutra_CellA, // @sic R5s110209 sic@

                      cs_DomainNasPaging_OneRecord(

                                                   cs_PagingUE_Identity_S_TMSI(v_Guti_2_Params.MME_Code,

                                                                               v_Guti_2_Params.M_TMSI),

                                                   cs));

...........
}


After change:
	...

//EXCEPTION: Steps 9 to 9E take place only if NOT SMS Only

  if (not pc_SMS_SGs and pc_CS_Fallback) { // @sic R5s100813 R5-110793 R5-112105 R5-115715 sic@

    //@siclog "Step 9" siclog@

    //+   Check: Does the UE respond to paging on cell A with S-TMSI2 for CS domain?

    f_EUTRA_UE_Page(eutra_CellA, // @sic R5s110209 sic@

                      cs_DomainNasPaging_OneRecord(

                                                   cs_PagingUE_Identity_S_TMSI(v_Guti_2_Params.MME_Code,

                                                                               v_Guti_2_Params.M_TMSI),

                                                   cs));

    ..........
}
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