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	Reason for change:
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	Step 2 of this test case states “Make the UE display the list of available PLMNs. Currently there is no MMI command to trigger the UE to display this list.
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1.1 Change 1

	Testcase name
	TC 6.2.1.4

	Protocol
	Idle mode

	Function Name
	function f_TC_6_2_1_4_EUTRA

	Reason for change
	Step 2 of this test case states “Make the UE display the list of available PLMNs”. Currently there is no MMI command to trigger the UE to display this list.

	Summary of change
	New MMI prompt DISPLAY_PLMN added to trigger UE to display PLMN list

	Source of change
	InterRat_PLMNSelection.ttcn


Before:
	     function f_TC_6_2_1_4_EUTRA() runs on EUTRA_PTC

  {

    ……………….
    //@siclog "Step 2-3" siclog@

    //Display a list of available PLMNs & Select PLMN2

    f_UT_ManualPLMN_Select (UT, f_Asn2Nas_PlmnId(valueof(cs_HPLMN_002_11)));  // @sic R5-106675 Can't think of another solution Hellen sic@

    t_IdleMode_GenericTimer.start;

…………….
  }


After:
	  function f_TC_6_2_1_4_EUTRA() runs on EUTRA_PTC

  {

………………..
    //@siclog "Step 2-3" siclog@

    //Display a list of available PLMNs & Select PLMN2

    f_UT_PLMN_Display(UT);
    f_UT_ManualPLMN_Select (UT, f_Asn2Nas_PlmnId(valueof(cs_HPLMN_002_11)));  // @sic R5-106675 Can't think of another solution Hellen sic@

    t_IdleMode_GenericTimer.start;

    ………..
  }


1.2 Change 2

	Testcase name
	TC 6.2.1.4

	Protocol
	Idle mode

	Function Name
	function fl_UT_HandleCmd

	Reason for change
	Step 2 of this test case states “Make the UE display the list of available PLMNs”. Currently there is no MMI command to trigger the UE to display this list.

	Summary of change
	New MMI prompt DISPLAY_PLMN added to trigger UE to display PLMN list

	Source of change
	MTC_UpperTester.ttcn


Before:
	       function fl_UT_HandleCmd(integer p_CoordPortIndex,

                           UT_COMMON_CMD p_UT_Req) runs on MTC_BASE return template (value) UT_SYSTEM_REQ

  ………………..
      case (CHECK_PLMN)  {

        v_SystemCmd := cs_MMI_CHECK_PLMN (v_ParamList);

      }

      case (DEFINE_EPS_QOS)  {

        v_SystemCmd := cs_AT_DEFINE_EPS_QOS (v_ParamListVal[0].Value);

      }

…………….
}



After:
	    function fl_UT_HandleCmd(integer p_CoordPortIndex,

                           UT_COMMON_CMD p_UT_Req) runs on MTC_BASE return template (value) UT_SYSTEM_REQ

  {  ………………
      case (CHECK_PLMN)  {

        v_SystemCmd := cs_MMI_CHECK_PLMN (v_ParamList);

      }

      case (DISPLAY_PLMN)  {

        v_SystemCmd := cs_MMI_DISPLAY_PLMN (v_ParamList);

      }
      case (DEFINE_EPS_QOS)  {

        v_SystemCmd := cs_AT_DEFINE_EPS_QOS (v_ParamListVal[0].Value);

      }

………….
}



1.3 Change 3

	Testcase name
	TC 6.2.1.4

	Protocol
	Idle mode

	Function Name
	New function f_UT_PLMN_Display

	Reason for change
	Step 2 of this test case states “Make the UE display the list of available PLMNs”. Currently there is no MMI command to trigger the UE to display this list.

	Summary of change
	New MMI prompt DISPLAY_PLMN added to trigger UE to display PLMN list

	Source of change
	UpperTesterFunctions.ttcn


New function f_UT_PLMN_Display
	  /*

   * @desc      Objective: To make the operator diplay the PLMN list

   *            TTCN waits until operation is confirmed before continuing

   * @param     p_Port

   * @status    APPROVED

   */

  function f_UT_PLMN_Display (UT_PTC_MTC_PORT p_Port)

  {

    fl_UT_ApplyCommand ( p_Port, cas_UT_Req(DISPLAY_PLMN, CNF_REQUIRED, omit ) );

  }


1.4 Change 4

	Testcase name
	TC 6.2.1.4

	Protocol
	Idle mode

	Function Name
	module UpperTesterPtcToMtcDefs

	Reason for change
	According to test spec 36523-1 section 6.2.1.4 at step 2, it is expected at UE side to display PLMN list.

	Summary of change
	DISPLAY_PLMN added

	Source of change
	UpperTesterPtcToMtcDefs.ttcn


Before:
	       type enumerated Ut_Common_Req_Type {          /* @status    APPROVED */

    SWITCH_ON,

    SWITCH_OFF,

    POWER_ON,

    ……………..
    REQUEST_NON_CALL_RELATED_SS,

    SEND_3_STORED_MESSAGES // DO NOT ADD FIELDS TO THIS TYPE, TO BE EXTENDED BY FILE OWNER ONLY

  };



After:
	    type enumerated Ut_Common_Req_Type {          /* @status    APPROVED */

    SWITCH_ON,

    SWITCH_OFF,

    POWER_ON,

    ,,,,,,,,,,,,,,,
    REQUEST_NON_CALL_RELATED_SS,

    SEND_3_STORED_MESSAGES,

    DISPLAY_PLMN  // DO NOT ADD FIELDS TO THIS TYPE, TO BE EXTENDED BY FILE OWNER ONLY

  };



1.5 Change 5

	Testcase name
	TC 6.2.1.4

	Protocol
	Idle mode

	Function Name
	New template cs_MMI_DISPLAY_PLMN

	Reason for change
	Step 2 of this test case states “Make the UE display the list of available PLMNs”. Currently there is no MMI command to trigger the UE to display this list.

	Summary of change
	New MMI prompt DISPLAY_PLMN added to trigger UE to display PLMN list

	Source of change
	UpperTesterSystemCmds


New template cs_MMI_DISPLAY_PLMN
	  template (value) Ut_System_Cmd_Type cs_MMI_DISPLAY_PLMN (template (omit) Ut_ParameterList_Type p_ParamList) :=        /* @status    APPROVED */
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