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1.1 Change 1

	Testcase name
	13.1.2a

	Function Name
	fl_TC_13_1_2a

	Reason for change
	At step 9 of 13.1.2a (CM SERVICE REQUEST), the specific message contents (36.523-1 table 13.1.2a.3.3-8) says "Any allowed value" for CKSN, but current TTCN implementation only accepts the currently stored value (which will be '111' as no authentication has been done for CS). But the UE may send another value which it has stored on SIM.

	Summary of change
	Use ‘?’ instead of “v_SecurityInfo.authKeys.AuthCS.CKeySeq” for allowed CKSN at step 9

	Source of change
	MultiLayer_Procedures_EU_UTRAN.ttcn

	MCC160 Comment
	Accepted


Before:
	function f_TC_13_1_2a_UTRAN() runs on UTRAN_PTC

  {

…………….
      //@siclog "Step 9" siclog@

      //The UE transmits a CM SERVICE REQUEST message on Cell 5.

      [v_RAU] U_Dc.receive (car_InitDirectTransfer(utran_CellDedicated,

                                                   tsc_RB3,

                                                   cr_U_ServReqAny(v_SecurityInfo.authKeys.AuthCS.CKeySeq)))

        {

          v_RAU := false;

          if (v_CMS) {

            repeat;

          }

        }

    }

……….
  }


After:
	function f_TC_13_1_2a_UTRAN() runs on UTRAN_PTC

  {

…………….
      //@siclog "Step 9" siclog@

      //The UE transmits a CM SERVICE REQUEST message on Cell 5.

      [v_RAU] U_Dc.receive (car_InitDirectTransfer(utran_CellDedicated,

                                                   tsc_RB3,

                                                   cr_U_ServReqAny(?)))
        {

          v_RAU := false;

          if (v_CMS) {

            repeat;

          }

        }

    }

……….
  }


An additional change requested by Anite:
	Testcase name
	13.1.2a

	Function Name
	fl_TC_13_1_2a

	Reason for change
	Utran_cell5 need to be pass as parameter in function f_UTRAN_M0_SpeechCall_Steps6_16 for SMC & Radio Bearer Establishment instead of utran_CellDedicated for steps 13-21.

	Summary of change
	Utran_cell5 need to be passing as parameter in function f_UTRAN_M0_SpeechCall_Steps6_16.

	Source of change
	MultiLayer_Procedures_EU_UTRAN.ttcn

	MCC160 Comment
	Accepted


Before:
	function f_TC_13_1_2a_UTRAN() runs on UTRAN_PTC

  {

…..

….

//@siclog "Step 13-21" siclog@

    //Steps 8 to 16 of the generic test procedure in TS 34.108 subclause 7.2.3.2 are performed on Cell 5

    //(the SS performs a SMC procedure and the CS call is set up).

    f_UTRAN_M0_SpeechCall_Steps6_16(utran_CellDedicated); //@sic R5s130636 sic@  

    f_UTRAN_TestBody_Set (false);

    //Set cell 5 unbarred
…

…

}


After:
	function f_TC_13_1_2a_UTRAN() runs on UTRAN_PTC

  {

…..

….

//@siclog "Step 13-21" siclog@

    //Steps 8 to 16 of the generic test procedure in TS 34.108 subclause 7.2.3.2 are performed on Cell 5

    //(the SS performs a SMC procedure and the CS call is set up).

    f_UTRAN_M0_SpeechCall_Steps6_16(utran_Cell5); //@sic R5s130636 sic@  

    f_UTRAN_TestBody_Set (false);

    //Set cell 5 unbarred
…

…

}
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