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	In measurement report in step 6, the first parameter in the template cr_MeasurementReport is measurement ID. In current version of TTCN D13wk49 this parameter is taken from variable which carries measurement object ID.
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Change 1
	Function name
	f_TC_8_3_1_18_Common

	Reason for change
	In measurement report in step 6, the first parameter in the template cr_MeasurementReport is measurement ID. By mistake in current version of TTCN this parameter is taken from variable which carries measurement object ID.

	Summary of change
	In the measurement template in step 6 the measurement object ID was replaced with the measurment ID which in this step should be “2”.

	TTCN module
	LTE_A\8_3\EUTRA_Measurements_CA.ttcn


Before change

    function f_TC_8_3_1_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                EUTRA_CellId_Type p_NeighborSCellId,

                                EUTRA_CellId_Type p_NeighborSCellId2,

                                CA_Tested_Type  p_CA_Type) runs on EUTRA_PTC

  {

    /* CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Additional measurement reporting */

…

    //@siclog "Step 6" siclog@

    //Receive MeasurementReport

    //@sic R5s130690 sic@

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1, cr_MeasurementReport(v_MeasObjectId,//Meas id
                                                                      ?,//RSRP result

                                                                      ?,//RSRQ result

                                                                      omit,

                                                                      cr_MeasResultServFreqList(1, ?, ?))));//RSRQ result

    //* @verdict Measeurement report received on Pcell

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.3.1.18 Step 6");

    //@siclog "Step 7" siclog@
After change

      function f_TC_8_3_1_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                EUTRA_CellId_Type p_NeighborSCellId,

                                EUTRA_CellId_Type p_NeighborSCellId2,

                                CA_Tested_Type  p_CA_Type) runs on EUTRA_PTC

  {

    /* CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Additional measurement reporting */

…

    //@siclog "Step 6" siclog@

    //Receive MeasurementReport

    //@sic R5s130690 sic@

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1, cr_MeasurementReport(2,//Meas id
                                                                      ?,//RSRP result

                                                                      ?,//RSRQ result

                                                                      omit,

                                                                      cr_MeasResultServFreqList(1, ?, ?))));//RSRQ result

    //* @verdict Measeurement report received on Pcell

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.3.1.18 Step 6");

    //@siclog "Step 7" siclog@
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