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	Reason for change:
	Correction of measurement objects in measurement configuration in step 3 is necessary in order to comply with 36.523-1, Table 8.2.4.18.1.3.3-5..
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	Correction of measurement object identities in step 3
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Change 1
	Function name
	f_TC_8_2_4_18_Common

	Reason for change
	1. From 36.523-1, Table 8.2.4.18.1.3.3-5. The measurement object Id in the measIdToAddModList should be IdMeasObject-f1, that is the first defined object which will have the same identity regardless of CA type and which is in the A3 measurement template defined as tsc_IdMeasObject_f1.

	Summary of change
	1. The measurement object Id in the measIdToAddModList is always set to tsc_IdMeasObject_f1 regardless of CA type.

	TTCN module
	LTE_A\8_2\RRC_Handover_CA.ttcn


Before change

     function f_TC_8_2_4_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_NeighCell,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

    v_CellPowerList_AtT1 := {

      cs_CellPower(p_NeighCell, -79),

      cs_CellPower(p_SCellId, -85)

    };

    if (p_CA_Type == CA_ContiguousIntraBand) {

      v_MeasObjectId := tsc_IdMeasObject_f2;

    } else {

      v_MeasObjectId := tsc_IdMeasObject_f5; 

    }   

    f_EUTRA_Init(c3);
After change

      function f_TC_8_2_4_18_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_NeighCell,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {
…

    v_CellPowerList_AtT1 := {

      cs_CellPower(p_NeighCell, -79),

      cs_CellPower(p_SCellId, -85)

    };

    v_MeasObjectId := tsc_IdMeasObject_f1;   

    f_EUTRA_Init(c3);
Change 2
	Template name
	cs_Measurement_Config_A3_IntraFreq_CA

	Reason for change
	1. From 36.523-1, Table 8.2.4.18.1.3.3-5. The measurement object Id in the measObjectToAddModList should be IdMeasObject-f2 and not an input parameter which is in this template called for measObjectId from measIdToAddModList.

	Summary of change
	1. MeasObjectId from measObjectToAddModList is now set to constant instead of being taken from input parameter which should otherwise be used for measIdToAddModList

	TTCN module
	CommonTemplates_CA.ttcn


Before change

  template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     p_MeasObjectId_2,
                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ), //sic@ R5-130845 sic@

                  -,

                  p_MeasGapConfig);

After change

        template (value) MeasConfig cs_Measurement_Config_A3_IntraFreq_CA(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth1,

                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,

                                                                    AllowedMeasBandwidth p_MeasurementBandwidth2,

                                                                    MeasObjectId p_MeasObjectId_2,  //@sic R5s130422 sic@

                                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit,

                                                                    template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_A3) :=

  /* @status    APPROVED (LTE_A) */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),

                                                     tsc_IdMeasObject_f2,                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, p_MeasObjectId_2, tsc_IdReportConfig_A3 ), //sic@ R5-130845 sic@

                  -,

                  p_MeasGapConfig);
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